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SUMMARY 

The sharply rising prices of fossil fuels increased the interest in 
alternative energy resources in the seventies. This combined with rising 
interest for infinitive, environmenlally sound technologies has resulted 
in the development of quite a number of windmill prototypes and other 
alternative energy converters. Since the late seventies several prototy- 
pes have reached the implementation stage. Due to further improvements 
in performance, dependability and cost effectiveness (partly due to new 
price rises of fossil fuels), windmills can be applied in irrigation and 
may under certain conditions provide a more attractive solution than 
comparable small diesel-, petrol-, or electrical pump sets. 

This study'deals with aspects of this special kind of lift-irrigation, 
in the context of small holder agriculture in third world countries. 
The context in which small holder windmill irrigation has to be placed 
is discussed as well as how such projects can be planned. Irrigation, 
agricultural and social aspects are considered, and general economic 
calculation methods are given. 

The analysis of the wind potential for water lifting is worked out. 
Special emphasis is laid on the correlation between wind, precipitation 
and evaporation and its impact on irrigation. 
With the help of probability analyses of the soil water balance, the 
co-and area per windmill can be calculated. Optimization of the usage 

. of the water pumped (by crop plan adjustments) is another important 
aspect. 

The correlation between the daily evaporation and windspeed is signifi- 
cant. This, combined with the increase in instantly available soil 
moisture at lower evaporation rates, allows a delay in irrigation of 
several days for most crops, when windspeed drops for a few days. 
Guidelines are derived for increasing the flexibility of the crop plan 
with regard to the irrigation interval. 

The Annexes provide formulae and tables that will enable the user to 
perform the necessary calculations with data from his own environment. 
Some working examples are also given to illustrate the calculation 
methods discussed in this paper. 
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1. INTRODUCTION 

In the wake of the increasing world energy crisis, which hits the least 
developed countries most, the interest in alternative energy resources 
has increased considerably. 
Windmills have good potentials in many areas in the world, since they 
are relatively efficient energy convertors and their construction is 
relatively simple, cheap and can often be carried out locally. 

This study discusses some specific aspects of small scale irrigation 
with windmills, for application by individuals or groups of small and 
marginal farmers, with the primary aim of improving their living condi- 
tions. However the general information provided will probably be useful 
to all people who apply windmills for irrigation. 

It should be borne in mind that the study, based on literature and three 
years of experience with windmill irrigation, is primarily aimed at 
people already working in this field. Basic knowledge of irrigation 
principles and windmill construction are required for sound interpretation . 
of the suggestions made in this paper. 
These suggestions can provide a basis for assessment of the potential 
for windmill irrigation in a certain area. 

However, the study is not to be used as a manual for design and operation 
of windmill irrigation projects. The examples and figures given here are 
just examples and mostly restricted to the situation given. Therefore it 
is recommended to seek expert advice if windmiils for irrigation projets 
are seriously considered. 

1.1. Alternatives for irrigation 

In this section it is stressed that despite the interest in windmills, 
irrigation and irrigation in general is not necessarily the most appro- 
priate solution for the improvement of the living conditions of small 
and marginal farmers in a certain area. Especially in areas where gravi- 
tational irrigation is not possible, the rising energy costs and the 
required skill for operation and maintenance may make irrigation a 
costly and uneconomical affair. Pressure to boost national food produc- 
tion often leads to optimistic projections with regard to fuel prices 
and other costs and skills required for an irrigation project. 

There are other alternatives for improvement of the living conditions of 
small and marginal farmers and increase of food production, such as: 
land reform, improved dry farming, erosion control, water saving activi- 
ties and supply of, for instance, fertilizers and pesticides. Iafra- 
structural improvements might also be more appropriate in certain areas. 
Under specific conditions rainwater catchment may be an alternative. 

I ;- 
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Introduction of irrigation is often justified on e*-.,nomic grounds, all 
other inputs being taken to be optimally available, including infra- 
structure for the supply of inputs and the marketing of the crops. 
But farmers are often unable to change all their agricultural practices 
at once and the authorities and other parties are also often unable to 
supply all services and inputs at once. 
A step by step approach may be more appropriate in such cases, input- and 
output-levels first being improved, after which new farming practices 
are gradually adopted and infrastructural improvements realized. 
Irrigation, especially lift irrigation, is a costly affair and should 
thrrefore in fact only be applied if all other cheaper alternatives for 
iml,rovement of agricultural production have been investigated. (History 
of irrigation projects Hagan, 1967, Vreede 1978). 

1.2. Selection of irrigation device 

Let us assume that detailed need assessment studies and surveys have 
shown small scale irrigation to be a logical next step for further 
improvement of the living conditions of the small and marginal farmers 
in a certain area. 
Next comes the selection of the irrigation device (electrical pump sets, 
pumps driven by internal combustion engines, windmills). 
A direct economic comparison is made in chapter 4; other aspects that 
deserve consideration are discussed in this section. 

Windmills depend directly on an natural resource (wind) and are unknown 
in most rural areas in developing countries. 
These factors have consequences for their application in several ways: 
social, agro-economical, technical and political. 
The most important elements of these aspects are considered below. 

Social 
---w-w 
1. Many developments in the augmentation of agriculatural production are 

characterized by decreasing dependence on natural forces (fertilizers 
to improve natural fertility, new varieties and hybrids to replace 
traditional low yielding varieties, irrigation to supplement or 
replace the natural rainfall). 
Dependence on windmills for irrigation however, means increasing de- 
pendence on natural forces. This is in significant contrast with the 
developments in the Ilast century. This aspect may reduce the accepta- 
bility of windmills by farmers as well as by the local authorities. 
Especially in developing countries all efforts and hopes are placed 
on "qodernization" of agriculture. 

- 
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However, with the increasing cost of the fossil fuels on which many 
of these improvements depend (fertilizers, insecticides, energy for 
water lifting and mechanization), the dependence on nature may become 
a sound economic alternative and therefore easier to accept. 
An additional advantage in this respect, especially for small and 
marginal farmers is that the energy source "wind" cannot be monopoli- 
sed, whereas with the fossil energy sources this is becoming more and 
more the case, due to their scarcity and increasing prices. 

2. If a few small farmers have to share the water pumped by one wind- 
mill, difficulties may arise with regard to distribution of the 
irrigation water, since windmills cannot be started at any moment. 
For example, it is the turn of farmer B to irrigate his wheat, but he 
has to wait for 2 days since there is not sufficient wind. The third 
day there is some wind; at that moment however, it can be more essen- 
tial to irrigate first the potatoes of farmer A, since that crop is 
much more sensitive to water shortage in a certair growing stage. 
This unpredictability of the day to day out+t of a windmill also 
restricts its suitability for selling irrigation water to neighbours. 
Selling irrigation water is widely practised by (small) farmers with 
pump sets in many places in Asia and elsewhere and is often a sound 
source of cash income. 

Agro-economical 
--------------- 
1. Besides the economic components of the above mentioned social impli- 

cations, it should be mentioned that as the availability of suffi- 
cient windenergy in a certain period often cannot be relied upon, 
safety factors have to be taken into account with regard to command 
area and crop choice. For realistic planning, it is recommended to 
make probability analyses of the combined figures of evaporation, 
rainfall and windspeed, since these phenomena are intercorrelated. 
If insufficient data are available for such an analysis, the windmill 
irrigation unit has to have an overcapacity to compensate for partial 
or total failure of rains, because this cannot be overcome by running 
a few extra hours, as with a pump set. HowevLr, a large tank for 
storage of the pumped water to meet crop water requirements at a 
later stage may be uneconomical due to the cost of construction and 
the loss of land which it occupies. Even small tanks to meet short 
windless periods during the growing season are often uneconomical. 
Chapter 3 deals in detail with this subject of meeting short windless 
periods. 

2. The crop plan has to be adjusted to the existing annual wind regime. 
This may lead to reduction of the command area during the low wind 
seasons or to growing more drought resistant crops during such sea- 
sons. 
Drought resistant crops are often not the most r@merative crops. It 
will be clear that the crop plan cannot be selected solely on the 
basis of the capacity of the windpump, but that many other factors 
will be of influence (see Chapter 3). 



However, recent studies in India, Ind?bnesia and Kenya show that the 
e,-onomic viability of windmills as an'irrigation medium depends 
largely on a (to the wind regime) adjusted crop plan for the entire 
year. Than maximum use can be made of the water pumped by the windmill 
(van Vilsteren 1978, 1979, 1980). 
A crop plan determination in accordance with the actual wind regime 
may also imply that further crop plan adjustments to future market 
changes will be difficult or impossible. But this is also often a 
limitation of large irrigation schemes within flexible farm supplies. 

The lower reliability of windmills may also affect the level of the 
other inputs (high yielding varieties, fertilizers, pesticides etc....) 
and consequently the output level (yield). The same symptoms have 
often been reported in evaluations on the introduction of the "green 
revolution" in areas with uncertain availability of irrigation water 
(risk minimization). 
Due to the worldwide energy crisis and the consequent scarcity and 
high prices of diesel oil and electricity, the reliability of these 
irrigation sources has decreased as well. 
Also unsound management of large irrigation schemes may cause unreli- 
able watersupply and consequently, farmers will grow less and or 
fewer risky crops and apply fewer inputs compared with areas with 
good irrigation water supply. 
E.g. farmers in the Ganga-plain of North India who get their water 

from government tubewells grow fewer risky crops (no vegetables, 
no potatoes) and obtain lower yields than farmers with private 
pumping sets. 

3. On the other hand, if the cost per m3 water pumped by windmills is 
considerably less than the cost of water from other irrigation sources, 
this may compensate the limitations with regard to its reliability. 
In the same Ganga-plain of North India, farmers with diesel pump sets 
grow hardly any crops during the hot sunxuer season. 
The water requirements of crops in that season is so high that econo- 
mic crop production with high (variable) cost per m3 water is hardly 
possible. Yet this is the main season for the windmills due to pre- 
vailing high windspeeds during that period. 

The variable cost of water pumped by windmills is almost negligible, 
since it consists only of repair and maintenance costs (see figure 
l.l.), most of which may also be regarded as fixed costs as wear and 
tear of the windmill structure (e.g. corosion) continues even if the 
ail1 is not running. Only the wear and tear on the transmission (e.g. 
bearings) can be regarded a true variable cost, because it is direct- 
ly related to the running of the windmill. 
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Technical 
--------- 
1. Windmills can only be applied in windy areas (see chapter 2 for wind 

analysis). 
It is recosraended that the initial introduction of windmills in an 
country takes place where there is abundant wind and the water source 
is reliable and not too deep (E.g. average monthly wiodspeed above 
2.5 m/set., total elevation head less than 15 m). 

2. At present, windmills have a relatively small capacity, comparable 
with a small pump set. Windmills with larger capacities may be con- 
structed in the future but this is likely to be accompanied by in- 
creasing costs and technical problems. 
Windmills should be placed far from each other (more than 10 times 
the rotordiameter) and their water source should be nearly under them 
(direct mechanical transmission). In some places windmills generate 
eletricity for an electric pump set elsewhere. Energy losses and 
increasing costs limit the economic application of such systems. 
Consequently, if the number of water sources is limited, and their 
capacity is large, it may be more economical to install an electric 
or diesel powered pumping station and irrigate a larger area from the 
same source. For example in case of a river or lake, irrigation with 
windmills will only supply water to a very small area along the 
shores of the source. Even a well with a large capacity may be more 
economically pumped by electricity or diesel, provided there are no 
other limitations (topographical, land property, availability of 
energy etc....). 
However, as can be seen in fig. 1.2, windmills can sometimes provide 
an attractive solution. In the future they may also be used in large 
schemes with low lift irrigation. 

3. Windmills need an open surrounding of about 20 times the rotor diame- 
ter free of trees and houses. Yet, in the nature of things, water 
sources are usually surrounded by trees. Removing them is often 
difficult and sometime even prohibited by governmental or religious 
authorities. Moreover surrounding trees often have an economic value 
(coconut, fruit trees etc.). 

4. In most rural areas, diesel and electric pumps are already in use. 
Consequently the technology is familiar, there may be a network for 
marketing and spare parts and skills are available for repair and 
maintenance. 
However in the case of windmills, production has to be started, a 
marketing network has to established for the mills and their spare 
parts; local blacksmiths have to be trained for repair and main- 
tenance work. 



/ 
34mc I- 

32,OOC I- 

#3O#OOc I- 

z mo(3 I- 

s 
z xma I- 

z24,000 
2 

I- 

22,000 I- 

20,000 

18.000 ,- 

16000 

14000 

12.000 

10,000 

8,000 I 

6,000 9 1WMd . . . ..-..""..'. 

, 
jo I I I 20 30 10 50 I 60 1 70 I I I 80 90 100 I 110 1 I I . I I 

120 
1 

130 140 
I I 

150 
. . 

160 170 180 
1 I e 

190 200 210 220 230 ?a 
Fig. 1.2. Comparison of annual COSt8 for larger schemes in Kenya, b ANNUAL OUTPUT b4OOOd) 

using a number of windmills of a certain annual capacity 
or a diesel pump set plant. Time rpan IO and 20 yeare; 

WA 40/10/1~5/20,000 d/yr -fw: 

elevation head 5 m. (Vilsteren, 1980) 
Windmill plur tank: Shr. 40,000; Liferpan, IO yeare; 

Repair and maint, Shr. 1,500 per year; 
Output, 20,000 m3/yr 

D/ 1 O/ 10% mean@ : Dierelpumpset; liferpan 10 years; 
annual fuel priceriee 10% 



14 

If the windmills prove to be viable all these activities will expand 
automatically. 

Political 
M-w------ 
1. 

2. 

3. 

Whether windmills will be accepted by governmental bodies depends on 
policies with regard to rural electrification, fuel import and fuel 
prices, and the general policy with regard to the area concerned, such 
as plans for hydropower plants, large gravitational irrigation schemes, 
employment generation etc..... 

In areas where small scale irrigation already takes place (electrici- 
ty, diesel) there are often all kinds of subsidies and credit schemes 
for pumpsets, such as interest subsidy on credits, subsidy on fuels 
etc..... These facilities should be made eligible for windmills as well, 
as the non availability of subsidies and credit-facilities for windmills 
limits their acceptance by the potential users. 
This process of acceptance can take several years, during which the 
windmill irrigation system has to prove its viability. 

In general, the faith of governments in windmills for irrigation is 
not yet great. This can only be improved by successful windmill-irri- 
gation pilot projects. 

1.3. Planning of a windmill irrigation project 

As has been made clear in the previous sections, the introduction of 
windmills in a certain area is fairly complicated. A planning chart is 
presented here to review the many aspects that can influence the intro- 
duction of windmills and to show at what phase of the project action 
must be taken. This chart is based on a survey of the implementation of 
an Appropriate Technology Programme in Indonesia. (De Iong, 1980) 

Since the philosophy of Appropriate Technology emerged, windmills have 
been regarderd as a suitable possibility for this approach. At this 
moment a small number of simple, low cost windmill designs are under 
testing or in operation at several places around the world. 
A characteristic of Appropriate Technology is that it is not easily 
transferable to other areas. The technology has te be appropriate to the 
specific conditions of the area in which it is to function. 
In the first place with regard to its social appropriateness. 
Are windmills the step for further development that is wanted next by the 
target group? 
Secondly are the required skills, materials and infrastructure suffi- 
cient available locally? Appropriate Technology is not automatically 



simple. Recent experiences with windmill projects show that although the 
principles may be quite simple, that if the windmill is to function 
optimally for a number of years, it is essential to produce it with 
skill and precision. 

The planning chart given is only functional if the need for small scale 
irrigation has already been assessed. 
Moreover, it should be discussed before each subsequent step whether 
windmills can still be considered to provide the most appropriate solu- 
tion. 
It should be realised that windmills for irrigation, like any other 
technology, will not provide (indeed cannot provide) the sole solution 
for improvement of the living conditions of the weaker sections of the 
community. 
Introduction of windmills should preferably be decided on and planned in 
the framework of an integrated rural development scheme. Here we limit 
ourselves to the planning of the "windmill part" of such projects. 
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2. SMALL SCALR IRRIGATION WITH WINDMILLS 

Chapter 1 of this report comprises a review of the general aspects to be 
considered befor? a windmill project can be started. In Chapters 2 and 3 
attention is given to specific aspects of irrigation with windmills . 
As an introduction, the main principles of irrigation are briefly outli- 
ned and references are given. The use of windmills for water lifting is 
discussed more extensively. Readers with a limited knowledge of agricul- 
ture and irrigation are advised to read: 
"Small scale irrigation by P. Stern" 1979. * 

The determination of the command area is the main subject of this chapter. 
The comaad area is the acreage that can be irrigated by the water lif- 
ting device (e.g. windmill) under the given conditions. A simple example: 

crop water use 300 mm/month. ., 
rainfall 100 m/month. 
windmill output 200 m/month. (~2000 m3/ha since 1 mm = 10 q 3/ha). 
In this situation the command area is 1 ha, since windmill output and 
rainfall can just compensate the crop water need. 

The elements: evapotranspiration, rainfall, windmill output and crop 
selection are discussed in detail. A simple probability analysis is 
introduced to predict the probability of occurrence of a certain coPrmand 
area with winC;?ills under the given climatological conditions. Finally a 
few remarks are made about the irrigation water source. 

In Chapter 3 attention is given to typical aspects of irrigation with a 
variable energy source (wind) and to the calculation of the irrigation 
interval. Also the way in which the effects of the variable daily wind- 
mill output can be minimized (relation wind-evapotranspiration; evapo- 
transpiration-crop production; other input levels; storage tank) is 
dealt with. 

2.1. Water balance 

Before assessing the amount of irrigation required to grow a crop, it is 
necessary to eviluate the elements which can influence the balance of 
the water in the soil. 
This water balance can be expressed as follows: 

AW=P+I+C-DR-RO-E. 
in which: A W: change in amount of water present in the soil 

P: precipitation 

* P. Stem: "Small scale irrigation; Intermediate Technology 
Publications Ltd. Bingstreet Londen, WC 2, 8HN U.K. 
(Also to be ordered from TOOL, Hauritskade 61 A, Amsterdam (NETHER- 
LANDS.) 



I: irrigation 
C: capillary rise 

DR: drainage to lower soil layers 
RO: run off 

E: evapotranspitation 

Precipitativn, evapctranspiration and irrigation are discussed in detail 
in the following sections. Those terms are often the main components of 
the water balance of the soil for which irrigation is needed. The remai- 
ning factors are brief?y considered below. 

Capillary rise is the transport of water from the subsoil to the topsoil 
through the capillaries of the soil. As is common in all flow processes, 
the capillary rise depends upon the length of the pathway, the resistan- 
ce of the pathway and the difference in potential between the outer ends 
of the pathway. 

A significant contribution from capillary rise only occurs when the 
groundwater table lies within l-2 m. below soil surface. Lighter soils 
(loamy soils or loams) allow a delivery of 2-4 mm/day at 60-100 cm above 
groundwater table, whereas in clay soils, these quantities can only be 
delivered at less than 40 cm above the groundwater table (Rijtema, 
1970). 

These figures show, that the contribution of capillary rise to the water 
balance of the soil is negligible in most cases. 

Drainage 
---...-. 
Drainage is the loss of water due to percolation beyond the reach of 
plant roots. If the amount of rainfall or irrigation exceeds the storage 
capacity of the rootzone, drainage occurs. 
If this excess of water canuot be removed naturally (percolation to the 
subsoil) or artificially (drains, ditches, canals etc.) water logging 
will occur, causing damage to the crop due to insufficient aeration of 
the rootzone. 
If, due to percolation of excess rainfall or irrigation, the groundwater 
table rises within 2 II of the ground surface, artificial drainage has to 
be applied to avoid salinization caused by high groundwater tables 
(Unesco/FAO, 1973). 
Drainage facilities are also required when the irrigation water contains 
salts which can accumulate in the rootzon;?l. Additional irrigation water 
is applied for leaching purposes and then has to be drained from the 
rootzone. For leaching requirements and drainage capacities see Unesco/ 
FAO, 1973. 
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In water balance studies it is often difficult to estimate the loss of 
water due to drainage. By measuring groundwater tables and the discharge 
from drains, an impression can be obtained about the drainage of the 
area studied. 

Water which does not penetrate in the soil but flows over the soil 
surface is called run-off. If the rainfall intensity, or irrigation 
intensity exceeds the infiltration capacity of the soil, water remains 
on the soil surface and will start to flow if there is any gradient. 
This process can cause erosion in sloping areas and water logging in 
small depressions in fields. The infiltration rate of the soil can be 
improved and erosion reduced by cultural practices (contour plowing, 
mulching, strip cropping, contour ditches etc.). Single fields should be 
properly levelled. 
In the case of furrow- and border-irrigation, run-off at the end of the 
field is almost inevitable. Drainage ditches have to be applied in such 
cases to prevent water logging and salinization. In paddy growing areas - 
the run-off of one field is often used to meet the water requirements of 
the lower fields. 
Measuring the run-off is almost as difficult as measuring drainage. 
Drainage and run-off are often discounted in irrigation- and rainfall 
efficiency. Inevitable irrigation losses such as deep percolation and 
run-off are accounted for by introducing irrigation efficiency factors. 
(See section 2.3.2.). 
With the abovementioned modifications for irrigation and rainfall the 
water balance equation can be simplified as follows: 

AW=P+I-E. 
If W has to be constant over a certain period, the following balance has 
to exist over that period: 

E =P+I 

Evapotranspiration, rainfall and irrigation are considered iu more 
detail in the following sections. 

2.1.1. Evapotranspiration 

Evapotranspiration is a combination of evaporation from the soil surface 
and transpiration from the crop, and is dependent on many factors. 
In the first place, the reference evopotranspiration ETo is defined as 

"the rate of evapotranspiration from an extensive surface of green 
grass cover of uniform height (8-15 cm), actively growing, complete- 
ly shading the ground and not short of water". 

As can be concluded from this definition many factors, other than the 
climate, influence the evapotranspiration (crop height, colour, uniformi- 
ty, growing conditions, ground cover etc.). 
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Several methods are available to calculate the ETo (Blaney and Criddle, 
Radiation, Penman, Pan Evaporation) (FAO, 1977). 
The modified Penman methods offers the results with the lowest error 
(about 10%). However, this method requires a number of measured meteoro- 
logical data and the calculation is not simple. 
Calculation tables for the Penman method and the Pan evaporation method 
can*.be found in Annex I and in the literature (Penman 1948, Kijne and 
Baars 1971, FAO 1977). 

Evapotranspiration can be divided into 2 main components: 
The radiation component (sun) provides in general the energy for the 
evapotranspiration. 
The aerodynamic component (wind) transports the water vapour. 
By transporting warmer air over a cooler surface, this aerodynamic 
component also provides energy for evapotranspiration. This is called 
advection and occurs regularly in semi-arid and arid regions. 

Wind is the agent for air transport. So the windspeed will influence the 
e-c3potranspiration. At low windspeeds the water vapour resulting from 
evapotranspiration will not be transported and consequently the evapora- 
tion will decrease. 
At high windspeed the water vapour will be removed immediately and the 
total evapotranspiration will increase. If the wind comes from a drier 
and warmer area, the effect of windspeed on the evapotranspiration will 
be even higher. 
The effect of windspeed on the total evapotranspiration can be as much 
as 30% (see Annex I-A). The relation between evapotranspiration and 
windspeed is important for the calculation of the command area (sec. 
2.3.) as well as for the irrigation interval (sec. 3.2.) when irrigation 
with windmills is envisaged. 

Crop evapotranspiration (ETcrop) 
--------_-------------- 
The reference evapotranspiration (ETo) refers to grass of 8-15 cm height. 
Other crops with other characteristics can be related to ETo with the 
following formula: 
ETcrop=kc.ETo. 



CROP 

Banana 
tropical 
subtropical 

Bean 
green 
dry 

Cabbage 

Cotton 

Grape 

Groundnut 

Maize 
sweet 
grain 

Onion 
dry 
green 

Pea, fresh 

Pepper, fresh 

Potato 

Rice 

Safflower 

Sorghum 

Soybean 

Sugarbeet 

Sugarcane 

Sunflower 

Tobacco 

Tomato 

Watermelon 

Wheat 

Crop Coefficients (kc) 

Initial 

Crap Deve 

Crop 
develop- 
5ent 

apment sl 

gid- 
season 

ges 

Late 
season 

0.4 -0.5 D.7 -0.85 1.0 -1.1 0.9 -1.0 
0.5 -0.65 D.8 -0.9 1.0 -1.2 1.0 -l.l! 

0.3 -0.4 D.65-0.75 1.95-1.0: 0.9 -0.91 
0.3 -0.4 0.7 -0.8 L.OS-1.2 0.65-0.7! 

0.4 -0.5 0.7 -0.8 3.95-1.1 0.9 -1.0 

0.4 -0.5 D.7 -0.8 L-OS-1.2t 0.8 -0.9 

0.35-0.55 D.6 -0.8 3.7 -0.9 0.6 -0.8 

0.4 -0.5 0.7 -0.8 3.95-1.1 0.75-0.81 

0.3 -0.5 0.7 -0.9 1.05-1.2 1.0 -l.l! 
0.3 -0.54 0.7 -0.85 1.05-1.2’ 0.8 -0.9! 

0.4 -0.6 D.7 -0.8 D.95-1.1 0.85-0.9 
0.4 -0.6 0.6 -0.75 D.95-1.01 0.95-1.01 

0.4 -0.5 D.7 -0.85 1.05-1.2 1.0 -1.11 

0.3 -0.4 0.6 -0.75 D.95-1.1 0.85-1.0 

0.4 -0.5 0.7 -0.8 1.05-1.2 0.85-0.91 

1.1 -1.15 1.1 -1.5 1.1 -1.3 0.95-1.01 

0.3 -0.4 0.7 -0.8 1.05-1.2 0.65-0.7 

0.3 -0.4 0.7 -0.75 1.0 -l.l! 0.75-0.8 

0.3 -0.4 0.7 -0.8 1.0 -l.l! 0.7 -0.8 

0.4 -0.5 0.75-0.85 1.05-1.2 0.9 -1.0 

0.4 -0.5 0.7 -1.0 1.0 -1.3 0.75-0.8 

0.3 -0.4 0.7 -0.8 1.05-1.2 0.7 -0.8 

0.3 -0.4 0.7 -0.8 1.0 -1.2 0.9 -1.0 

0.4 -0.5 0.7 -0.8 1.05-1.21 0.8 -0.9 

0.4 -0.5 0.7 -0.8 0.95-1.01 0.8 -0.9 

0.3 -0.4 0.7 -0.8 1.05-1.2 0.65-0.7 

T 

At 
harvest 

Total 
growing 
period 

0.75-0.85 0.7 -0.8 
1.0 -1.15 0.85-0.9s 

0.85-0.95 0.85-0.9 
0.25-0.3 0.7 -0.8 

0.8 -0.95 0.7 -0.8 

0.65-0.7 0.8 -0.9 

0.55-0.7 0.55-0.75 

0.55-0.6 0.75-0.8 

0.95-1.1 0.8 -0.95 
0.55-0.64 0.75-0.9* 

0.75-0.85 
0.95-1.05 

0.95-1.1 

0.8 -0.9 

0.7 -0.7: 

0.95-1.0: 

0.2 -0.2: 

0.5 -0.5: 

0.4 -0.5 

0.6 -0.7 

0.5 -0.6 

0.35-0.4! 

0.75-0.8: 

0.6 -0.61 

0.65-0.7! 

0:2 0.25 
. . 

0.8 -0.9 
0.65-0.8 

0.8 -0.95 

0.7 -0.8 

0.75-o-9 

1.05-1.2 

0.65-0.7 

0.75-0.85 

0.75-0.9 

0.8 -0.9 

O.S!i-1.05 

0.75-0.85 

0.85-0.95 

0.75-0.9 

0.75-0.85 

0.8 -0.9 
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Initial :ROP 

Llfalfa 

Xtrus I clean weedinf E 
no weed control 

0.3 -0.4 
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Ilive 

Crop Devf 

Crop 
develop- 
ment 

el 

I - 

.opment 

Mid- 
season 

tages 

Late 
season 

At 
harvest 

1.05-l-2 0.85-1.50 

T 
Total 
growing 
period 

0.65-0.75 
0.85-0.9 

0.4 -0.6 

First figure : Under high humidity (RlImin >70%) and low wind (WSm/sec). 
Second figure : Under low humidity (RRmin <20X) and strong wind (>Sm/sec). 

Table 2.1:k -values of different crops for different growing phases 
&der different conditions of relative humidity and windspeed. 
(FAO, 1979). 

Many studies have been carried out to analyse the influences on crop- 
water requirement (Rijtema, 1970, 1975, Salter, 1969). 
The following factors influence the kc-value: 

plant physiological features (closure of stomata, waxy or hair lea- 
ves) 
crop height and crop roughness 
growing phase and ground cover. 

A procedure for determination of kc-values of different crops at various 
growth phases has been developed by FAO (FAO, 1977); kc-Values are 
listed in table 2.1. 

ETcrop is defined as: "The evapotranspiration of a disease-free crop, 
grown in large fields under optimal soil, water and fertility condi- 
tions". 
This ETcrop can be used in the water balance equation. The evapotranspi- 
ration under non-optimal growing conditions is discussed in section 3.4. 
Attention should be given to advection winds and their effect on the 
ETcrop. Fields irrigated by windmills can be regarded as green spots in 
barren surroundings. 
Corrections will have to be made, depending on the location of the 
meteo-station from which the data used for determining ETcrop, have been 
obtained (FAO, 1977). 
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2.1.2. Precipitation 
--w---------a . I 

. 

Precipitation means rainfall in this case. Only in exceptioial cases do 
dew, hail or snow contribute directly to the water balance o$ the soil 
in irrigated areas. To predict the contribution to the watey'.balance, 
two aspects of rain are important: effectiveness and probability of 
occurrence. 
Not all rain is effective and part of it may be lost by surface rup-off, 
deep percolation or evaporation. The effectiveness of rain depends on 
rain intensity, soil type, soil depth, cropping pattern, infiltration 
rates, etc. 

Crop intercepted water contributes only indirectly to the soil water 
balance, by reducing transpiration and so lessening soil watjr depletion.' 
To determine the effectiviness of the precipitation within a 'certain 
interval, local information has to be gathered on the above mentioned 
effectivity factors. Detailed information can be found in literature 
(FAO 1975, Vink 1978). 
In places were rainfall is variable probability analyses are inevitable. 
In this paper, the probability of meeting the crop water requirements 
(E = P + I) is analysed, (section 2.3.3.) since the features,::evaporation, 
precipitation and irrigation (i.e. here windspeed) are not independent 
variables. Higher windspeed means higher evapotranspiration.; high-preci- 
pitation means low evapotranspiration (overcast). Det,ails about probabi- 
lity analysis of rainfall can be found in literature (Ven te Chow 1964, 
WHO 1965). 

2.2. Water lifting with wind energy 

With the help of windmills, wind energy can be converted into mechanical 
or electric power. 
The power charncteristic of a windmill is given by: 

pO = CP rl,# Pa AV3 (W) 

in which P = power (Watt) 
CB = power coefficient of rotor (0) 
'1, = efficiency of transmission (-) 

ia 
= density of the air (kg/m3) 
= area of rotor (m2) 

V = wind velocity (m/s) 

Since the power relates cubic with the windspeed, it is v&y important 
to obtain reliable windspeed data. Hourly average windspeed, measured 
over a great number of years (10-20) at an open representative place 
near or in the project area are required for a sound analisis. 
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Generally the height above ground surface at which observations are made 
is not the same as the height of the windmill rotor. Since windspeed 
increases with height, adjustments have to be made. 
The adjustment can be made with the following empirical formula: 

E = (!)a 
VH Ii 

where: Vh= 
w 

average wind velocity at height h (m/s) 
= average wind velocity at height H (m/s) 

h = height of windmill rotor axis(m) 
H = height of windspeed measuring device (m) 
a = surface roughness exponent 

The exponent, a, depends on the roughness of the surface. (Fig. 2.1.) 

Measurements in Sudan for instance, showed a = 0.20 over the first 15 m 
above ground level, where the surface consisted of sand or short crops 

!~r~~~?~reas on land , a, will in general be between 0.2 and 0.25. 

If no wind observations have been made in the project area, a rough 
impression can be obtained by correlating a short period of measurements 
in the project area with measurements of the same period from a nearby 
station (Beurskens 1978). It will be clear that the meteo station should 
be situated in the same geographical and climatic area, as the planned 
project. 
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surface roughness --w 

fig. 2.1. VII/Vh as a function of surface roughness 

2.2.1. Wind characteristics 
--------e----------- 

The following analyses of windspeed pattern are important: 

;: 
daily wind-pattern 
annual wind pattern 

Ii: 
maximum windspeeds 
windspeeds frequency distribution 

a. dzily wind pattern 
------------------ 
The average distribution of windspeed during the day for each month 
of the year (or for the irrigation season) will indicate at what 
time irrigation water will probably become available and, if this 
is inconvenient for the farmer (at night or during the hot midday 
hours), facilities have to be provided for storage. At meteorologi- 
cal stations windspeeds are often measured in detail during daytime 
only. If the 24 hour windpattern is known, the contribution of the 
night hours with regard to the windmill output can also be estimated. 
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Fig. 2.2. Fig. 2.3. 

Daily wind pattern Jakarta, Indonesia 
(average 1944, 1952, 1955). 
In this month the windmill output may 
be expected during the morning hours. 
In general the windmill will not run 
at night. 

Daily wind pattern at 3 places in 
Kenya (average 1954 - 1959). In 
this month the windmill output 
may be expected during day time 
with a peak in the afternoon. At 
Nairobi and Mombassa a windmill 
will also run during the evening 
hours. 

m/s October 
71 

4- 

2= 

0' 
3 9 15 21 24 

b. Annual windpattem 
------------------ 
The annual distribution will give a first indication whether wind- 
mills will be able to supply irrigation water when it is needed, 
and which months will be critical in regard to sufficient water 
supply- 
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Fig. 2.4. Mean monthly rainfall, evaporatioif and wind energy potential 
at Nusoma Airport, Tanzania. (Beurskens, 1978) 
Note that the available windenergy is proportional to the 
amount of pumped water (for a given evaluation head). 

C. Maximum windspeeds 
--e--------------- 
A good impression of peak windspeeds (gusts) can only be obtained at 
places where constant windspeed recordings are made. These speeds 
are important for the design of the windmill (strength calculations) and 
the governing mechanism. 
At places with regular low windspeeds and no gusts, a semi-automatic 
governing mecha.lism may be appropriate whereas a fully automatic gover- 
ning mechanism will be required at places with strongly varying wind- 
speeds. 



d. Windspeed frequency distribution 
-----_-------------------------- 
This wind characteristic is an important one: the total amount of 
energy which can be extracted from the wind can be calculated from 
the windspeed frequency distribution and the mill characteristics. 
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L 
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Fig. 2.5. Windspeed frequency distribution of Varanasi Airport (India) 
Average of 1975 - 1978 

Montly intervals are usually chosen. For detailed analyses it is better 
to use the irrigation interval as the interval for analyses. However, in 
general the wind pattern does not vary much within a month, except 
sometimes in one in which the weather pattern changes (monsoon starts, 
rainy season ends etc.). 
Very detailed analyses are often not realistic, due to the limited 
reliability of the data and the number of varying parameters. 

-Often hourly wind data are not available. However, with the help of 
average windspeed data over longer periods, (day, month) an impression 
can be obtained of wind energy potentials, using the following formula: 

. 
Vd 

P =v 0.1V3A(W) 

where P = power (W) 
Vd = 
v= 

design windspeed of the selected windmill (m/s) 
average windspeed over a certain period b/s) 

A = area swept by the rotor (ml 

The coefficient 0.1 is in fact derived from g.Cp.$.pa., as presented in 
the formula on page 24. 
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The design windspeed is defined as the windspeed at which the energy 
conversion efficiency reaches its maximum. 
For water-pumping windmills the design windspeed is generally around 
3-4 m/see. For more details about these technical aspects see references 
(van de Ven 1979, Lysen, 1980). 

2.2.2. Windmill pump performance 
------------------------- 

The windmill pump performance presents the output of the windmill unit 
for different windspeeds at a given total elevation head. 
The wind energy conversion formula was stated in the previous section 
as: 

PO = Cp-(rlt.ha .A.V3 00 

The general formula for the power requirements for water lifting is: 
PO = pw.s.H.Q (WI 

‘Ip 
Where: PO = Power (W) 

= efficiency of the pump 
= density of water (kg/m3) 
= gravitational constant (m/set*) 
= total elavation head (m) 

t = discharge (m3/sec) 

From both fomulae it can be concluded that the performance is related 
linearly with the square root of the windmill rotor diameter and reci- 
procally proportional to the total elevation head. 

The total output over a certain period can be predicted from the windspeed 
frequency distribution over that period, provided that the windmill pump 
performance as well as the cut-in and cut-out windspeed are known 
The cut-in windspeed, or starting windspeed, is in general around 3 m/s 
for water pumping mills, depending on load and starting torque. 
The cut-out windspeed, or maximum windspeed (due to aspects of safety) 
is around 10 m/s. At this speed most water pumping mills are governed 
out of the wind. 
It is obvious that only the windspeed frequency distribution figures . 
between these 2 limits should be used for tbe performance calculations. 

The windmill perfokmzsclz is difficult to assess accurately under field 
conditions and without complex measuring equipment. Horeover the figures 
presented in manufacturers manuals are often difficult to adjust to a 
local situation and sometimes are rather optimistic. 
However, when the mill and the pump are well designed and well keyed to 
one another, there should not be much difference between the performances 
of the various makes, and these should all correlate with figures derived 
directly from the theoretical formulae. 
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Table 2.2. gives an indication of windmill performance for a windmill 
driving a piston pump with the following characteristics: 
Cut-in: 38/s, Vdesign: 3m/s; Cut-out. lOm/s. Those figures are derived 
from the theoretical formula, in which low efficiency factors based on 
the field test are used. 

I Discharge,'m3/hr 

E#(;)evation 
I 

5 

Rotor diameter (1) 

W 3-4 
I 4-5 
N 5-6 
D 6-7 
S 7-8 
P 8-9 
E 9-10 
E 
D b/d 

3.5 

3.2 6.5 13.0 1.6 3.2 6.5 
4.2 8.5 17.0 2.1 4.2 8.5 
6.5 13.0 26.0 3.5 6.5 13.0 
8.5 17.0 34.0 4.2 8.5 17.0 

10.7 21.5 43.0 5.4 10.7 21.5 
13.0 26.0 52.0 6.5 13.0 26.0 
16.5 31.0 62.0 7.7 15.5 31.0 

5.0 7.0 

T 
3.5 

10 

5.0 7.0 

T 
1.1 
1.4 
2.2 
2.8 
3.6 
4.3 
5.2 

Table 2.2. General windmill-pistonpump performance 
different rotor diameters and different 
(Cut-in windspeed: 3m/s; Vdesign: 3m/s; 

-r 

1 

1 

Eigures for 
zlavation heads. 
Cut-out: 10 m/s). 

2.2.3. Working efficiency 
------------------ 

0.8 1.6 
1.0 2.1 
1.7 3.5 
2.1 4.2 
2.7 5.4 
3.2 6.5 
3.8 7.8 

The theoretical output of a specific windmill-pump combination in a 
specific wind regime can be calculated as described in section 2.2.2. 
However, no machine will run for all the hours it can do in theory. 
Therefore a working-efficiency factor (qw) has been introduced. 

Pmax= qw.Ptheor. 

This efficiency depends on many factors but the main ones are management 
and time required for repairs and maintenance. 
For the semi-automatic governed types of windmills, one additional 
factor has to be mentioned: the number of hours a windmill will be in 
secured position after the peak windspeeds (2Vmax) have occurred. This 
depends on the wind regime (gustiness) and the accuracy of the operator. 
Such a loss has been estimated at lo%, based on practical data in a low 
wind regime (van Vilsteren 1939). The loss of working hours due to 
repair and maintenance will probably vary from lo-20X, depending upon 
the reliability of the windmill and the organization of the repair and 
maintenance service. 

7.0 

2:: 
6.5 

I 
8.5 

10.7 
13.0 
16.5 
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Note: The breakdown of the windmill pump system will generally occur 
at higher windspeeds, so that if 2-3 days lapses between 
breakdown and repair, the loss in total water output will then 
be considerable. If the service is centrally organized the 
delay is likely to be even greater as many windmills may need 
repair iu periods of high windspeeds or storms. 

To suaraarize, the value for working efficiency (4 ) can be estimated at 
70-80X, with somewhat higher values for the fullyWautomatic windmill 
sys terns. 
If irrigation is not practiced on religious or public holidays and 
storage facilities are limited, the actual use made of the water pumped 
by the windmills will further be reduced. 

2.3. Co-and area 

The command area per windmill can be calculated by means of a water 
balance, the main elements of which have been discussed in the previous 
sections. Fig. 2.6. gives a graphical presentation of such a water 
balance; all figures are expressed in mm/ha. 

windmill output 12 PU 500 [mm/ ho I 

I . . . 
’ JvFmMmAmM J J’A’S 0 N D 

1 . 

Fig. 2.6. Water balance of the Area around Ghazipur (North India) 
Expressed in mn/ha (lnrm/ha = 10m3) 
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It can be seen that in this situation there was no need for irrigation 
in the period July-September (rainy season). From March till July and in 
November the windmill output was insufficient to meet the requirements 
of 1 ha. 
In such a location it is still possible, by proper crop selection and 
crop plan adjustment, to supply sufficient water for 1 ha all year 
round. This is elaborated in section 2.3.1. 
Not all the water pumped by the windmill unit will contribute to the 
water balance of the rootzone. Water will be lost in the canals and the 
field. Therefore an irrigation efficiency factor has to be introduced. 
This factor is considered in section 2.3.2. 

As stated earlier, evapotranspiration, rainfall and windspeed are inter- 
correlated and are variable over the years. Therefore a simple probabili- 
ty analysis is introduced in section 2.3.3. to calculate the windmill 
conraand area. 

2.3.1. Crop selection and crop plan adjustment 
-----_--------------------------------- 

Crop selection is the selection of type of crops to be grown under 
irrigation. 
Crop plan adjustment is the adjustment of the dates of sowing to allow 
that the crop water requirements during the growing period can be met by 
the windmill water output. Both are important, since they determine 
irrigation requirements. 
The kc value in ETcrop = kc.ETo varies from crop to crop and depends on 
the growing phase of the crop (see table 2.1.). 
e.g. Rice in the crop development stage: kc = 1.1. - 1.5. 

Groundnut in the crop development stage: kc = 0.7 - 0.8. 
Ripening wheat: kc = 0.2 - 0.25. 
Germinating cotton: kc = 0.4 - 0.5. 

The selection of crops for a windmill irrigation scheme is not unlimited. 
The following aspects have to be considered with regard to crop selection 
and crop plan adjustments. 

%: 
wishes of the participating farmer(s) 
ecological aspects 

i: 
inputs and outputs 
socio-ecnomic aspects. 

a. Wishes of the participating farmers 
----------------------------------- 
The farmers certainly have ideas about what to grow when irrigation 
becomes available. Whether it is foodcropti for themselves and their 
cattle, or crops for the market, farmers' involvement is essential 
for the success of the project! 
In Chapter 4 this will be discussed in more detail. 
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b. Ecological aspects 
----e------------- 
The climate and the soil type determine in general which crops can be 
grown in a certain area. 
Many books about tropical crops give the ecological conditions for 
optimal growth as well as the soil type in which the crop flourishes 
best (Pursglove 1969). 
The main ecological factors are: minimum and maximum temperatures, 
daylength, light intensity, humidity. 
Hain aspects of the soil type are: depth of the topsoil, texture and 
structure of the soil, salinity and natural fertility. 

In many places more than one crop can be found in the same field. If 
several crops are grown in the same field without any specific order 
(e.g. mustard and wheat, maize with soja or groundnut), this is 
called mixed cropping. 
With this cropping system optimal use can be made of the comparative 
advantages of each crop: shading, windbreak, difference in rooting 
depth and intensity. 
In areas with a high light intensity and an adequate water supply, 
mixed cropping may be more advantageous than single cropping. Risk 
minimization is another important aspect for small and marginal 
farmers. 

If one crop is planted in between the rows of another crop it is 
called intercropping (onions or black grain between young sugar 
cane, cotton sown between the ripening corns, etc.) 
Intercropping is done to optimize the use of the land, make optimal 
use of the rainy period or to let one crop protect the other (shading, 
windbreak, winderosion). 
Both mixed cropping and intercropping have their specific irrigation 
requirements in regard to interval, depth and efficiency. 

The soil fertility and the soil structure should remain constant or 
be improved by the intended crop plan, by cultural practices 
and/or by fertilizers and manure. 
Soil health can be influenced by crop sequence and crop rotation. 
e.g. - some pulse crops fixate nitrogen in the soil 

deep rooting crops will improve soil permeability and drainage 
capacity 
green manure crops and crops with large crop residues will 
improve the organic matter content of the topsoil and conse- 
quently, the infiltration rate and water-holding capacity of 
the topsoil. 

If the project area contains slightly saline or alkanine soils or if the 
irrigation water is slightly saline or alkaline, crop species which are 
tolerant to these phenomena have to be selected. In addition, attention 
has to be given to drainage and leaching, to improve the soil condition. 
(Unesco/FAO 1973). 
A table with figures about the relative tolerance of crops to salt is 
given in Annex II. 
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C. Inputs and outputs 
------------------ 
Once a certain crop plan has been designed, strict attention should 
be given to the availability of all the required inputs. Good 
quality seed, fertilizers, and, if required pesticides should be 
available in time in the project area, as well as sprayers, dusters 
and threshers if necessary. The availability of labour for land 
preparation, planting, tillage and harvesting is a particularly 
important aspect of crop plan designing, since labour availability 
is difficult to forecast and lack of it may seriously influence'the 
adoption of the new crop plan and its ecnomic results. 
e.g. - labour shortage can occur due to: an existing crop plan 

in the region (paddy cultivation, cotton picking); migra- 
tion to towns; social and cultural activities (marriage 
season, religious restrictions, etc.); the climate (du- 
ring the hot period of the year there is often a high 
leisure preference). 

These aspects also have to be investigated with regard to the 
outputs: the main products and the by-products. 
Are marketing facilities as well as processing facilities available 
either at the farm or centrally? 
e.g. - fresh fruits and vegetables have to be transported to the 

market directly after harvesting 
is sufficient transport available and what is the condi- 
tion of the roads. Are there proper packing facilities so 
that fruit will not be damaged during transportation? 

If a crop plan is to succeed, other facilities will be necessary in 
addition to the physical ones. 
Apart from subsidy and credit facilities for financing the windmill 
pump system, small farmers may need crop loans to finance the 
inputs. If new crops or different cropping systems and tillage 
methods are introduced, a well organized agricultural extension 
service will be needed. 
Cooperation among farmers may be needed to make full use of the 
windmill p-system or the other farm implements such as ploughs, 
sprayers, dusters, harvesting and processing machines. 
Cooperatives may have to be set up to organize the supply of inputs 
or the selling and/or processing of outputs. 

d. Socio-economic aspects 
----------------__---- 
The important socio-economic aspects of crop selection and crop 
plan adjustments are discussed in Chapter 4. 

Local information can be obtained by surveying the project area and 
visiting local agricultural institutions (extension services, agricul- 
tural research stations and testing and demonstration farms). In general 
it is reconnended only to introduce a few new crops at a time, while 
continuing to use the crops known to the target group. Introducing too 
many new items at a time may lead to slow adoption or failure of the 
project. 
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2.3.2. Irrigation efficiency 
--------------------- 

Not all the water pumped by a windmill will be come available to the 
plants in the field. Firstly seepage and evaporation losses will occur 
in the storage tank and the conveyance system. Special attention should 
be given to the seepage of the tank back to the watersource. Since the 
tank usually lies close to the well stream or lake, pollution and 
erosion may occur, damaging both the watersource and the foundation of 
the windmill. Seepage losses from unlined tanks and channels vary with 
the soil type and the means of construction (degree of compaction) and 
may range from 5 to 50% of the total amount pumped by the irrigation 
device. 
Secondly, irrigation water can be lost due to run-off from the field, 
specially when border and furrow irrigation methods are applied. These 
losses can be minimized by training and motivating the operators. 
Thirdly incorrect levelling and dishomogeneity of the soil may cause 
irrigation water to percolate beyond the reach of the plant roots. Deep 
percolation can partly be avoided by cultural activities (e.g. level- 
ling). Losses can also be avoided by applying less water at a time: 
scarcity irrigation, deficit irrigation (see fig. 2.7). 

soil surf ace 

75 mm. application 

----. 

percolation losses 

r 
soil surf ace 

50 mm. application 

petting front ’ 

-roatingdepth----.---------------- 

Fig. 2.7. Complete recharge of soil- moisture (left) compared with 
partial recharge (right) 
(= deficit irrigation) 

Advantages of this deficit irrigation are an increased irrigation effi- 
ciency and rainfall just after the irrigation will not be lost. Disad- 
vantages, are: shortening of the irrigation interval, probably lesser 
root development and slightly higher average evapotranspiration. 
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High losses will not only endanger the viability of the irrigation but 
will lead to a rise of the groundwater table and increased risk of 
salinization or alkaninization. In the later case, a drainage system 
will be needed, which again increases the cost of the system. 

Windmill irrigation, with its relatively low output, is especially 
sensitive to irrigation efficiency. Therefore, strict attention should 
be given to tank and channel design, as well as to the choice of irriga- 
tion method, land preparation and training of operators. 
Aspects which have a negative influence on the windmill irrigation 
efficiency are the relatively small discharge rates and the fact that 
the cost of the water pumped by the windmill is nil in the eyes of the 
operator (Windmills deliver water free of (variable) costs). This may 
affect the degree of attention that is given to irrigation. 
The total irrigation efficiency will depend on many of the factors des- 
cribed above and will therefore vary from place to place between ap- 
proximately 75-30x. This means that where the net irrigation requirement 
is 100 mp, the gross water requirement vary from 100/O-75 = 133 mm to 
100/0.30 = 333 Imn. 
It will be clear that improving the irrigation efficiency may be more 
effective and economical than increasing the pumping capacity. 

Small windmill irrigation systems with direct farmers involvement, will 
lead to higher irrigation efficiencies than those quoted in literature 
(Aagen, Nugteren, Stem). 
Especially if farmers already have some experience in water management, 
soils are relatively heavy and the proper irrigation method is chosen, 
irrigation efficiencies between 60-70s are-realistic. 

2.3.3. Probability analyses 
------w-------B----- 

Probability analyses of meteo data provide indications of the chance of 
occurrence of wind phenomena. 
In agricultural engineering, a probability of 75% or 80% is often consi- 
dered to be sufficient for planning purposes. 
If an irrigation system is designed with 75% probability, it means that 
in 3 out of 4 years the capacity will be sufficient to meet the irrigation 
requirements. 

A simple probability analysis is as follows: 
Arrange the data in ascending sequence. 
Give each data a rank number. 
The probability of occurrence can be calculated with the followiog 
formula. 

fi =( n : 1) x 100 (%I 

where: f. = 
i= 

probability of occurence (%) 
rank no. in ascending sequence of the data 

n = total number of data 
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example: 15 data in ascending sequence: (e.g. evaporation in the 
month January for 15 years) 
63, 69, 71, 71, 73, 76, 78, 78, 82, 86, 93, 93, 96, 96, 
99 m/month 

rank no: 12 3 456789 10 11 12 13 14 
15 

Applying the formula gives: 

fl = 1 

15+1 - 100 = 6.25% 

f4 
= 4 

15 + 1 l loo 

= 25% 

In this case rank no. 4 represents the data (71 mm) which 
will be surpassed in 100-25 = 75% of the years. 
In other words: in 3 out of 4 years the monthly evaporation 
will exceed 71 mm/month. 

It will be clear that these calculation can only be made if reliable 
date are available from a number of years (at least 10). 
If data of more years are available the accuracy of the probability 
analyses will increase. 
For windmill irrigation, there are three important variables (rain, 
evapotranspiration and wind) which are not independent of each other. 
Therefore the probability of each of them is not discussed, but their 
combination as expressed in the water balance of the rootzone (Stol 
1973). 

In Annex III a calculation example is presented for a growing season 
(March-June), using meteo data of 15 years, in which: 

Only the effective precipitation is taken into account (Pe) (see 
section 2.1.2). 
The wind data are converted into water output per month (see sec- 
tion 2.2.2.). 
An irrigation efficiency factor is introduced to estimate the 
effective irrigation (Ie) (see section 2.3.2.). 
The evapotranspiration is introduced in 2 steps: 
. firstly using ETo, to find the critical periods with regard to 

the irrigation needs 
. secondly using ETcrop, (=kc.ETo) after selection of crops and 

sowing dates. 
If required, part of the irrigation water should be made available 
for leaching, ponding of paddy fields, pre-irrigation etc. 

The corand area for each month can be found by using the following 
formula: 

ETcrop-Pe 
Command area = (ha) 

Ie 

Where: ETcrop = crop evapotranspiration (h/month) 
Pe = effective precipitation (mar/month) 
Ie = effective irrigation (awn/month/ha) 



If, after the introduction of a crop plan, the calculations show another 
criticical period, a third round of calculations may be needed, with a 
modified crop plan, etc. 

If the area which can be irrigated by a specific windmill, does not 
meet expectations, the diameter of the windmill can be altered. 
By changing the rotor diameter by ,/2 D, the power output will be 
doubled and consequently also the (theoretical) connnand area. Of 
course all aspects have now to be reconsidered (technical, capacity 
of the water source, economics, etc..) 
It should be noted that predictions are made for the future on the basis 
of meteorological data from the past (these predictions will only be 
valid for the future if the climate can be considered stable). 
An increase in the period of analysis increases the reliability of these 
predictions. 

2.4. Water resources 

In Chapter 1, water resources are discussed with regard to their suita- - 
bility for windmill irrigation (openness, etc.). 
Here it is again emphasised that the water quality (salinity, alkanlinity) is 
also a decisive factor in irrigation (Unesco, FAO, 1973). 
Accurate water analyses are most essential in any irrigation study (see 
table 2.3.). 

Quality of 
water 

good 

moderate 

crops conductivity TDS * Boron 
suited micromhos/cm w/l PPm 

all crops 50- 500 0- 600 0 -0,: 

injurious to 500-2200 600-2000 0,502 
sensitive crops 

poor to harmful to 
unsuitable most crops 

over 2200 over 2200 over 2 

“x) TDS = Total dissolved solids 

Table 2.3: Standards of irrigation water (Stern, 1979) 

Existing water rights are another important aspect. It should be investigated 
whether additional water withdrawal can be allowed and will be justified 
and accepted by the other users. 
e.g. - A s-11 spring in Southern Java, Indonesia can be used for lift 

irrigation by a windmill near the spring. However, downstream this 
water is already being used for gravitational irrigation. 
Small wells in Northern India are used by all the surrounding 
farmers for bullock irrigation. In one farmer wants to install a 
windmill, sufficient place and capacity should be left for the other 
farmers to supply their fields with water by other means from the same 
well. 
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The capacity of the water source must be taken into consideration. 
Especially during the peak irrigation period, sufficient water should be 
available. A lake and a river might only change their waterlevels during the 
year, but their capacity will often not be a limiting factor. Attention must 
be given to the waterlevel fluctuation for the output calculations as wei1 
as for the depth of installation of the pump. 
Careful attention should also be paid to the foundation of the windmill 
near the shore of a lake or river. 
Small streams may need a small storage (dam) to meet the peak pump capa- 
city of the windmill during the day. 
If dams are needed to store the water for longer periods (some months) 
it is questionable whether this can be organized and financed by small 
or marginal farmers. However, dams that are only meant for storing a 
small amount of water to meet the fluctuating demand of a windmill pump 
system per day do not have to be large or costly. Nevertheless, the main 
potential for windmills are the areas where shallow groundwater can be 
tapped for irrigation. Of course, here too the capacity of the aquifers 
and the recharge of the groundwater have to be investigated as well as 
water rights, etc. 

With groundwater irrigation, windmills can be placed at the point where 
the water is required, so costs for conveyance systems and conveyance 
water losses can be limited. In many areas wells exist already, so the 
total investment for the farmer will be lower. If the capacity of the 
open well is insufficient, a tube well may be needed to tap deep aquifers. 

At places with deep water tables the pump can be placed either at the 
bottom of the open well or in the tube-well itself. The water table 
should not drop more than 6 to 7 metres below the bottom of the pump 
during pumping. The capacity of the well at that depth has to be suf- 
ficient to meet the capacity of the windmill pump-system. 
For output predictions it is important to know how far the water table 
will drop during pumping. It is difficult however, to give a general 
rule for this, since the amount by which the water table drops at cer- 
tain discharges rates can only be determined by pump tests. 

The windmill pump system will work at different efficiencies in accor- 
dance with variations in elevation head and windspeed. 
If the windspeed increases, the output increases and consequently the 
waterlevel in the well may drop. Due to this lowering of the watertable 
(i.e. increase in windmill-load) the output will fall and finally equi- 
librium will be reached. In general the performance efficiency 4 a 
windmill diminishes at increasing windspeeds and constant workload. In 
this case however (increasing workload at increasing windspeed) the 
overall efficiency will diminish less or not at all. 
So far preliminary windmill output predictions, it may be a sound 
assumption to use the elevation head which corresponds with Vd (design 
windspeed) for all windspeed intervals, since the decrease in water 
table (linear) will be easily compensated by the increase in available 
power (cubic) at increasing windspeeds. If windmill and well characte- 
ristics are known in detail, more accurate output predictions are 
possible. 



3. IRRIGATION PRACTICE 

Windmill irrigation is very small scale irrigation with command areas 
up to 5 ha per unit. Therefore no attention is paid to irrigation 
methods, or irrigation organization and management. These activities 
take place at farm level and can be managed by the farmer, or group of 
farmers, if properly advised. (For references see: Stern, Hagen and 
F-A-0.). 
The only recomendation that is again stressed here is not to 
introduce too many new items at a time. If possible, windmill irrigation 
should fit in with irrigation practices that are already known in the 
area. 

In this chapter the aspects of irrigation with a variable power 
source (wind) are discussed. The effects of delayed irrigation 
due to windless periods are summarized and methods are given to 
limit the vulnerability of the farming system due to this variability. 

A method is presented for the calculation of the irrigation interval and 
ways of extending this interval are described. The relation between crop 
water use and crop production is discussed as well as the influence of 
other inputs on the crop production. 
Pre-irrigation and the introduction of drought resistant crops can also 
improve the application of the wind pumped water. The function of a 
small storage tank is also dealt with. A sumnary concludes the chapter. 

In this chapter we use two different symbols for ETcrop: 
1. ETm: maximum crop evapotranspiration without limits in regard to 

water and other inputs. 
2. ETa: actual crop evapotranspiration under the given conditions 

(ETa <= ETm). 

3.1. Irrigation interval 

The irrigation interval (IN) is defined as the period between two 
successive irrigations. The length of this period depends on: 

Available moisture in the soil : A.M. (mm/m) 
Rooting depth of the crop : D(m) 
The evapotranspiration rate : ETm (nn/day) 

The amount of available moisture in the soil depends strongly on the type 
of soil, as can be seen in Table 3.1. 
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Available Moisture at Field Capacity& 

Soil type Dry density (&r/cm') Available water 
% m/m 

Fine sand 1.60 - 1.76 2- 3 30 - 50 
Sandy loam 1.28 - 1.68 - 6 40 - 100 
Silt loam 1.10 - 1.50 i- 8 60 - 120 
Clay loam 1.10 - 1.50 8 - 14 90 - 210 
Clay 1.44 - 1.54 13 - 20 190 - 300 

-2 Field capacity: situation, 2-3 days after abundant irrigation or 
rainfall. 

Table 3.1: Available moisture of different soil types (Stern, 1979, 
page 85). 

The rooting depth differs for different types of plants. Roots develop 
from zero at the moment of sowing until the typical final depth at 
full growth, provided the soil and moisture conditions are not 
restricting. Table 3.2. provides a guideline for rooting depth under 
optimal soil and water conditions. 

I 
Shallow 

Beans 
Cabbage 

I 
Grass 
Onions 
Potatoes 
Rice 

Table 3.2: 

Rooting depths at full growth (m) 

Medium Deep 

0.5-0.7 Grains 0.9-1.5 Alfalfa 1.0-2.0 
0.4-o-5 Clover 0.6-0.9 Cotton 1.0-1.7 
0.4-0.6 Eggplant 0.9-1.2 Orchards 1.0-2.0 
0.3-0.5 Peas 0.6-1.0 Maize 1.0-2-o 
0.4-O-6 Tomatoes 1.0-1.5 Sorghum 1.0-2.0 
0.5-o-7 Watermelons 1.0-1.5 Sugarcane 1.0-2.0 

Guidelines for rooting depths under optimal conditions 
(FAO, no. 24, table 39). 

Note: It is.recmended to inquire about the soil characteristics and 
crop rooting depths at a Agricultural Research Station in the 
region. 

If the crop evapotranspiration is also known (ETm = kc.ETo, see set- . 
tion 2.1.1) the irrigation interval can be calculated with the following 
formula: 

IN = AM ' D (days) -- 
ETm 



42 

example: beans in the crop development stage at a clay loam soil, with: 
AM = 120 mm/m (table 3.1) 
D = 0.6 m (table 3.2) 
ETo = 8 mm/day 
ETm = kc.ETo: kcc0.8 (table 2.1) ETm = 6.4 mm/day. 

thus: 120 x 0.6 IN = 64 = 11 days . 

Different crops have different rooting intensities and dif- . 
ferent capacities to withdraw water from the soil, which holds the water 
with increasing tenacity during depletion. So not all the available 
water in the soil will be easily available to the plaats. The-part of 
the available moisture which can be depleted without causin&; 
reduction in the crop evapotranspiration is represented by the frac- 

p. tion 
This p-fraction depends on the following variables: 
1. type of plant 
2. magnitude of ETm 
3. type of soil. 

Based on physical characteristics of plants with regard to rooting 
intensities and resistance values for waterflow in the plants, four 
different crop groups are distinguished. These are presented in Table 3.3. 
The crops have an increasing capacity (starting from crop group 1) to 
withdraw water from the soil; so the p-fraction of instantly available 
moisture increases from crop group 1 upwards to 4. 

Group Crops 

Table 3.3: 

onion, pepper, potato 
banana, cabbage, grape, pea, tomato 
alfalfa, .bean, citrus, groundnut, pineapple, sunflower, 
watermelon, wheat 
cotton, maize, olive, safflower, sorghum, soybean, sugar- 
beet, sugarcane, tobacco 

Division of crops in four groups with increasing capacity 
to withdraw water from the soil (FAO, 1979). 

The magnitude of ETm also influences the fraction p. 
This is caused by the resistance for waterflow to the roots 
and through the plant. The higher ETm the larger the flow and the higher 
the resistance and so the earlier the point will be reached at which the 
ETa will fall below ETm. 
So even with a relatively wet soil, evapotranspiration may be below 
potentional evapotranspiration (e.g. sugarbeets wilt in the middle of 
the day due to high ETm. In the evening, the wilting is over due to 
decrease of ETm). 

-. 
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The fraction p of instantly available soil water, in which ETa is equal 
to ETm, varies with the level of ETm as is shown-by table 3.4 (FAO,. 
1979). 

. 
Crop 

Crouo 
ETm mm/day 

I 2 3 4 5 6 7 8 9 10 

1 0.50 0.425 0.35 0.30 0.25 0.225 0.20 0.20 0.175 
2 0.675 0.575 0.475 0.40 0.35 0,325 0.275 0.25 0.225 
3 0.80 0.70 0.60 0.50 0.45 0.425 0.375 0.35 0.30 
4 0.875 0.80 0.70 0.60 0.55 0.50 0.45 0.425 0.40 

table 3.4: The instantly availably moisture fraction (p) for four 
different crop groups at different levels of ETm (FAO, 
1979). 

Soil water is more easily transmitted to and taken up by the plant roots 
in light textured soils than in heavy ones. Somewhat higher values of p 
would seem to apply to light textured soils than to heavy textured 
soils. Consideration of soil texture would add little to the 
accuracy and therefore is not given further attention here. 

The irrigation interval in which ETa = ETm can be determined according 
to: 

IN = AMxDxp 
ETm 

where: IN = irrigation interval (days) 
AM = available moisture (mm/m) 
D = rooting depth (m) 

ETm 
= instantly available moisture fraction 
= crop evapotranspiration (m/day)' 

Example: The same beans as in the previous example in this section: 
AM = 120 ma/m; D = 0.6 m; 
ETo = 8 =/day; kc = 0.8 ETm = 6.4 mm/day 
P = 0.44 (beans belong to crop group 3 (table 3.3/3.4) 
IN = 120 x 0.6 x 0.44 = 5 days 

6.4 

3.2 Variability of irrigation interval 

The determination of the irrigation interval as presented in the pre- 
vious section is based on average meteorological data. However ETo and 
consequently the p-fraction vary from day to day. 
Here consideration is given to the influence of decreasing windspeed 
on the length of the irrigation interval. 



44 

In practice, the question is how many days can irrigation be delayed at 
periods of low windmill output, without seriously hampering crop devel- 
opment. 

As mentioned in section 2.1.1, windspeed influences the reference evapo- 
transpiration (ETo). In Annex I-A this effect has been calculated for 
three different temperatures, windspeeds and relative humidities, kee- 
ping all other factors constant. Fig. 3.1 is derived from &hat calcula- 
tion and shows the influence of the relative windspeed (V/V) on relative 
evapotranspiration (ETo/Eo). 
e.g. If the windspeed decreases by>O% (V/v = O-S), evapotranspiration 

decreases to 82% of ETo (ETo/ETo = 0.82), if the relative humidity 
is 30%. 

0.5 

0.25 

---- RH= 60% 
-.-.-.-.- RH= 90% 
RH = Relative Humidity 

055 0.70 0.75 0,Ml 0.05 0.90 0.95 1,OCl 1.05 1,lO 135 120 1.25 130 1.35 
Relative Evapotranspiration ETolm 

Fig. 3.1. Influence of relative windspeed on relative evapotranspiration 
(derived from the penman formula, with a lineair function for 
the aerodynamic component) 
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From figure 3.1 it can also be seen that windspeeds-above v have 
less influence on the ETo than do windspeeds below V. This, combined 
with the fact (section 2.2.1), that the windmill output increases more 
than linearly with increasing windspeeds, may lead us to the conclusion 
that high windspeeds during the irrigation interval will not shorten the 
length of that interval. 

Since the main interest is on the number of days (d) that irrigation can 
be delayed the aspects considered here are the decrease of ETo in such a 
situation and consequently the increase in irrigation interval IN. 
The procentual decrease in average daily windspeed before the daily 
windmill output fall to zero, depends on the daily windspeed distri- 
bution (see section 2.2.1). In general a decrease in the average 
daily windspeed will lead to a more than proportional decrease in 
windmill output, or even no output at all. 

example: 24hr average windspeed: 3 m/s Windmill output* 
Windspeed distribution: night: 12 hr x 2m/s -o--o 

morning: 6 hr x 3m/s 6 x 3.2 m3 
afternoon: 6 hr x Sm/s 6 x 6.5 m3 

24hr average windspeed: 1.5 m/set (reduction 50%) 
Wind speed distribution I: 

night: 12 hr x O.Sm/s ---I 
morning: 6 hr x 2 m/s ---- 

afternoon: 6 hr x 3 m/s 6 x 3.2 m3 
Output reduction: 2 70% 

Windspeed distribution II: night 12 hr x lm/s ---- 
day 12 hr x 2m/s ---- 

Output reduction: no output at all. 

With a decrease of 50% in 24hr average windspeed, ETo will decrease 
to + 83% of ETo (RR between 30 and 60%; RR of 90% is not realistic for 
areas in need of irrigation). 

*) Windmill ohtput: see Table 2.2 (Rotordia 5 m, elevation head 10 m). 

The kc-factor is also influenced by wind and humidity, as can be seen in 
Table 2.1. In general it can be concluded that the kc-values decrease-by 
+, 10% if the wicdspeed decreases to 50% of the 24hr average windspeed. 
Since ETm = kc.ETo, ETm will reduce up to 90% of & 83% or A 75% of Em. 
For further calculation examples we will use the figure of 75% of Em. 

The soil moisture fraction (p) which can be depleted before irrigation 
will be required, is closely related to ETm as can be seen in Table 3.4. 
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Crop 
Group 

ETm nm/day 

2 3 4 5 6 7 8 9 10 

1 0.50 0.425 0.35 0.30 0.25 0.225 0.20 0.20 0.175 
2 0.675 0.575 0.475 0.40 0.35 0.325 0.275 0.25 0.225 
2 0.80 0.875 0.70 0.80 0.60 0.70 0.50 0.60 0.55 0.45 0.425 0.50 0.375 0.45 0.425 0.35 0.40 0.30 

Table 3.4: The instantly available moisture fraction p, at different 
ETm levels for four different crop groups (FAO, 1979). 

So a decreasing ET due to lower windspeeds will result in an increasing 
soil moisture frac Q- ion p, which will be instantly available for eva- 
potranspiration. Filling in these new data in the formula for the irri- 
gation interval, will give an indication about the possible delay (d) 
which can be allowed before ETa will fall below its optimal value (ETm). 

Example: 
Continuation of the previous example with the beans. Given: 
'An = 120 mp/m; D = 0.6 m; ETm = 6.4 mm; p = 0.44; I = 5 days. 
Suppose the 5th day is a windless day, so there will be no irrigation 
water available for plot pl, which was scheduled for the end of that 
day. 
Due to this windless day, ETm will decrease to, say 75% of B 
or 4.8 llpm and consequently p will become 0.52 (see Table 3.4). The 
additional amount of available moisture will be: 120 x 0.6 x (0.52 - 
0.44) = 5.8 mm. From the 5th day another 6.4 mm is still available. So 
the extension of the irrigation interval (d) will be now: 

((l x 6-4) + 5-8) _ 1 = 1 5 day 
4.8 . 

This meaus that even another 1% windless day will not cause a decrease 
of ETa below its optimal level ETm. 
However, before this plot pl can be irrigated it will have to be a windy 
day so that the windmill runs. At that time ETm will increase and then 
the cropwater requirements cannot be met for 100%. Still this need not 
be very harmful for crop development and crop production, if it is a 
short period (see section 3.5). 
For plots p2 and p3 which are scheduled for irrigation on days dl and d2 
respectively an even longer delay of the irrigation is possible, due to 
the reduction of the ETm value. 

Example: continuation of previous example with the beans. 

Plot p2e ((2 x 6.4) + 5.8) . 
4.8 

-2= 1.9 days delay allowable 

Plot p4* ((4 x 6w4) "08) - 4 = 2 5 days delsy allowable . 4.8 . 

Plot p5: ((5 x 6.9) + 5.8) _ 5 
4.8 = 2.9 days delay allowable 



Table 3.5 gives the possible delay period in days (d) which can be 
allowed during a windless period without hampering crop production. 
The same method of calculation has been applied as in the previous 
example, using Table 3.4 and a crop evapotranspiration reduction of 25%. 
The general formula is as follows: 

d =ii%.t + TAH (pl - p2) - t 

x ETaI 

rewritten: d = (- xp;m2).TA; + t (; - 1) 

where: d 
ETm 

: possible delay of irrigation (days) 
: average daily crop evapotranspiration (an/day) 

TAti : Total Available Moisture in the soil (A.M. x D) (mm) 
Pl : p-value corresponding to Em (see table 3.4) 
P2 : p-value corresponding to @'m (see table 3.4) 
t : number of days before the end of the planned irri- 

gation interval (d) 
X : reduction factor of mm, depending on the magnitude 

of the windfunction in the evapotranspiration formula 
and the reduction in the kc value due to declined 
wind speed. 

iiq 

4 Pa/day 

23 5 10 

24 7 14 

24 7 11 

expressed in s&day 

5 mm/day I 6 m/day I 7 n&day 

50 100 200 400 50 100 200 400 50 100 200 40( 

23 6 1212 4 71 1 3 5 

23 6 12 1 2 481135 

24 7 1412 5 91 1 3 5 

24 7 141 1 2 5 9 11 2 4 7 

8 m/day 

50 100 200 400 

24 7 11 

Table 3.5: The number of days irrigation can be delayed, depending on the 
average level of crop evapotraaspiration (ETm) and the soil 
moisture storage capacity (TAM) for the four groups of crops, 
if 24hr average windspeed decreases by 50% (x = 0.75). 

Without taking the figures of Table 3.5 as absolute figures, it can be 
concluded from this table that increasing the soil moisture storage 
capacity (TAM) will lead to an increase in possible delay of irrigation. 
The same can be said with regard to the crop groups. Crop group 4 will 
be less hampered by windless periods than crop group 1. 
The TAM can be influenced by choosing deep rooting crops. A derived 
advantage of a deep rooting zone is a long irrigation interval and 
consequently the increased manipulation possibilities with regard to the 
moment of irrigation: optimalization of the storage function of the 



48 

The figures given above can be used in the crop selection in order to 
realize optimal water use even under highly variable wind conditions. 

3.3. Relation between evapotranspiration and crop production 

Until now all efforts have been made to ensure that the actual evapo- 
transpiration of a crop (ETa) equals the potential crop evapotranspi- 
ration (ETm), because it is known that under limited evapotranspiration, 
(partial) closure of stomata will take place. This not only reduces the 
waterlosses but also limits the uptake of carbondioxide (CO,) and conse- 
quently the ultimate production (Vink, 1980, FAO 1979). 
The effect of reduced evapotranspiration on total yield is considered 
and the yield response factor k introduced in this section. 
High k -values mean: 
mean: f 

high sensigivity to water shortage, low ky-values 
ow sensitivity to water shortage. 

The yiels response factor k quantifies the relation between relative 
yield decrease and relative' evapotranspiration deficit as follows: 

Ya) (1 - - 
YP 

= ky (1 ETa) Ya = actual production (kg/ha) 
ETm 

YP 
= potential production (kg/ha) 

This effect may either occur over the total growing period or over one 
of the different growth phases. For irrigation practice it is essential 
to know at what periods high k -factors occur, so that in cases of 
scarcity, priority can be givex on the basis of this factor. It should 
be kept in mind, however, that the above mentioned linear relation only 
holds for water deficits up to 50%. Attention should therefore be given 
to t,he question whether supplying all the water to the crop with the 
highest k -value will produce optimal results, or if some of it must 
go to theyother crops. 

For irrigation planning it is essential to know which crops will have high 
k -values 
B% 

and which low ones. 
introducing crops with high- and low k -values together in the crop 

plan, more margin is provided in varying ythe irrigation interval. 
Introducing only crops with low k -values may be optimal in regard to 
risk minimization in crop productl[on, but will not automatically lead to 
the optimal economic solution. In general there will be a relation 
between crop sensitivity to production risks (water shortage, pests, _ 
soil quality etc.) and a.-rket prices. 

In irrigation plauuing it is essential to avoid two or more crops reach- 
ing their k -sensitive period at the same time. Especially in windmill 
irrigation slanuing with its variable daily output, and the possibility 
of shortage of irrigation water during a number of consecutive days, 
this aspect deserves attention. 

It will be clear that, if possible, none of the crops grown should reach 
the k -sensitive stage during the critical month for windmill irriga- 
tion.yGr that only one of that type of crops covers only a relative 
small area, so priority can be given to that crop during shortage. 
Table 3.6 gives the kv-values for different crops during different 
growiug phases. a 



Crop 

Alfalfa 
Banaua 
Bean 
Cabbage 
Citrus 
Cotton 
Grape 
Groundnut 
Haize 
Onion 
Pea 
Pepper 
Potato 
Safflower 
Sorghum 
Soybean 
Sugarbeet 

beet 
sugar 

Sugarcaue 
Sunflower 
Tobacco 
Tomato 
Water melon 
Wheat 

winter 
spring 

Table 3.6: 

vege 
earl: 
(la) 

0.25 
0.2 

+E&E 
(lb) 

0.8 
0.3 

iode (1) 
total 

o-7-1.1 

0.2 

0.2 

0.2 
0.4 
0.45 

0.2 
0.2 

0.75 

0.4 

0.2 
0.2 

Flowering 
period 
(2) 

1.1 

0.5 

0.8 
1.5 

0.9 

0.55 
0.55 
0.8 

1.0 

1.1 
0.8 

0.6 
0.65 

Iield 
Forma 
Lion 
(3) 

0.6 
0.5 
0.8 
0.7 

0.7 
0.6 
0.45 
1.0 

0.5 
0.8 

Ripening 

(4) 

0.2 
0.6 

0.25 

0.2 
0.2 
0.3 
0.2 

0.2 

0.2 

k values for different crops in different growing 
phes (PA0 1979). 

Total 
growing 
period 

0.7-1.1 
1.2-1.3 
1.15 
0.95 
0.8-1.1 
0.85 
0.85 
0.7 
1.25 
1.1 
1.15 
1.1 
1.1 
0.8 
0.9 
0.85 

O-6-1.0 
o-7-1.1 
1.2 
0.95 
0.9 
1.05 
1.1 



50 

Calculation example: 
Three crops occupying equal areas and in the following growing phases, 
see table 3.6. 

Haize gr. phase 2. Soyabean gr. phase 1. Tomato gr. phase 3. 
k factors 
l#m 

1.5 0.2 0.8 
m/month 250 150 200 

(arbitrary) 

Total net required amount of irrigation water: 250 + 150 + 200 = 600 sun. 
Suppose available: 500 lllp and same economic values for all 3 products (yield 
in kg x price per kg is equal), so average yield reduction will be the 
decisive factor. Thus ETa will be ETm - 33 mm for each crop. 
Equal distribution of the deficit will give the following yield re- 
duction: 

Baize Soya Tomato 
l- WYP 

217) = 1.511 -250 1 - Ya/Yp = 0.2(1 -g) 1 - Ya/Yp = 0.8(1 -g) 

Ya = 80% Yp Ya = 96% YP Ya = 87% YP 

Ya average over the 3 crops is: 80 + 96 + 87 = gS% of Yp 
3 

Due to the low k value of soya, 
the main part of'the deficit. 

it is preferable for the soya to bear 
This can be done only upto 50 saa (arbi- 

trary) otherwise the soya will be damaged too much. The rest of the 
deficit will be borne by the tomato crop (lower ky than maize). 

?laize 

Ya = 100% Yp 

Soya 
l- WYp = 0.20 loo z!) TOmB;:,yp = O-8(1 -$$) 

Pa = 91% Yp Ya = 80% YP 

Ya average is nov: 100 + 91 + 80 = 91% of Yp 
3 

However, in the case than the economic value of tomato is 3x the eco- 
nomic value of maize and soya, production loss will be more severe if 
incurred on tomatoes instead of maize, despite the maize high 
Ly'value. Then the deficit should be divided between maize and soya: 

Maize Soya 
-200) 1 - Ya/Yp = 0.2(1 -E) 

Tomato 
l- Ya/Yp = 1.5(1 

250 150 
70% 93% 100% 

Now the production in money terms will be: 
70% + 93% + 3.100% = 93% of the potential production. 

5 
In other cases the safeguarding of the farmer's own food production may 
be the decisive criterion. 



For more complicated situations optimalization techniques are needed 
to find the optimal solution. In practice the choice will be 
limited (few crops, clear difference in production level and prizes) so 
that by a simple trial and error method the optimal solution can be 
found. 

3.4. Other limiting input levels 

Upto now, irrigation water availability has been used as the only limiting 
factor for crop production. (See also definitions of ETo and ETcrop in 
section 2.1.1.). This, however, will seldom occur. As soon as one limiting 
factor has been removed, another will come up (soil fertility, plant- 
variety, plant-density, pests, diseases, cultural practices etc.). 
Potential production levels will be reached only at research stations. 
Especially small holding agriculture in third world countries, on which 
this report is focused, will not reach these potential production 
levels. (e.g. although potential paddy production can be 10 ton/ha, an . 
actual production of 2-3 ton/ha is common.) 

Fig. 3.2 shows the relation between yield and evaporation for two diffe- 
rent nitrogen levels. 

Evopotronspirotion mm seosen -’ 

Fig. 3.2. Relation between yield and evapotranspiration for two different 
nitrogen levels @ink, 1980) 
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So it will be clear that under practical field conditions with numerous 
limiting production factors, the ultimate production level will probably 
not be influenced significantly if ETm is not always reached during the 
growing season. 
This gives additional freedom to the irrigation planner. On the other 
hand it places an additional burden on the irrigation operator and his 
supervisor to see that all possible obstacles to optimal production are 
removed. (i.e. optimize the effect of irrigation). This means in general 
that the extension service should not only give attention to optimal 
irrigation practices, but to all aspects with regard to crop production 
(see also section 2.3.1.). 

3.5. Pre-irrigation and drought resistant crops 

Besides the previously mentioned possibilities of adjusting the irri- 
gation interval, the useful application of the variable windmill output 
can also be increased by pre-irrigation and by including drought resis- 
tant crops in the crop plan. 

Pre-irrigation. 

Pre-irrigation means, filling the rootzone with moisture before sowing 
the crop. Often minor pre-irrigation will be required to make soil 
preparation possible. The soil can also be refilled with water, 
say up to 1 meter. Some of the moisture will be lost by evaporation from 
the bare soil and some will percolate to deep soil layers, but the main 
part will remain in the rooting zone. 
Crops can make use of this moisture at a later stage. 
Evaporation of the bare soil can be limited by shallow ploughing or 
harrowing and by prevention of weed growth. 
This pre-irrigation system makes optimal use of the capacity of the soil 
to store water thus reducing the difference between monthly windmill 
output and monthly cropvater requirement. 

Drought resistant crops. 

Some crops, like barley, sorghum and peas, are able to make use of the 
remaining soil moisture by their intensive and deep rooting system. With 
irrigation their yield would be higher, but they are also productive to 
some extent without irrigation. By including such crops in the crop . 
plan, excess vindmill output can be used for these crops, thus optimi- 
zing the windmill irrigation system. Green manure crops and/or fodder- 
crops are also suitable for this purpose. 
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3.6. Need for a storage tank 

In general a storage tank of sufficient capacity to meet short windless 
periods (100 - 500 m3) is not feasible due to its costs and the space it 
requires. 
In the sections 3.2 to 3.4 it is shown that with sound crop selection 
and irrigation management, windless periods of several days can be 
overcome vithout any significant loss in final crop production. 
Storage tanks of even larger capacities to overcome months with low 
windspeed will only be feasible if they can be constructed at low cost, 
do not occupy arable land (specific topographical situations) and the 
seepage can be limited (rocky formations or heavy clay soils). These 
conditions will only be met in specific situations. Moreover such a tank 
may give problems to unskilled operators: over-irrigation as long as 
water is available and a shortage later. 
In general it will be more economical to adjust the crop plan and com- 
mand area to the monthly water output of the windmill and to make use of 
pre-irrigation, fallow and growing drought resistant crops during low 
wind months. 
In conclusion it can be said that the variable windmill output per month 
can be used quite effectively by proper crop selection and crop sequence 
and good vater management, making all possible use of the storage capa- 
city of the rootzone. No large storage tanks are needed for this purpo- 
se. The situation is different for the windmill output variation during 
a day. 
The possibility of a small storage tank with a capacity of about 50-100X 
of the average daily windmill output to collect the water pumped during 
the night or parts of the day needs careful consideration in regard to: 

increased irrigation efficiency with larger flows (upto 20 l/s) 
freedom of the operator with regard to moment of irrigation 
vindspeed distribution over the day 
costs of the tank and space requirements 
multipurpose function of tank 
cost-comparison betveen increased windmill diameter and cost for 
tank construction. 

Increased irrigation efficiency. 

If a vindmill p;uPs continuously with a capacity of 2 - 3 l/s and the 
water flows directly through the channels into the fields, evaporation, 
and deep percolation losses occur continuously as well. 

Preedrm of operator to decide vhen to irrigate. 

Continuous irrigation will require continuous attention. Without this, 
irrigation efficiency will be reduced further, also because the flow 
will vary constantly due to varying windspeeds. Constant attention for a 
s-11 flow is very inefficient and expensive. The farmer has other 
things to do besides irrigation and irrigation at night as well as 
during the hot ridday hours is unattractive. In practice all these 
factors will lead to unattended irrigation and consequently low irri- 
gation efficiency. A small storage tank may (partly) solve the problem. 
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Windspeed distribution 

Certain areas have a very specific daily windspeed pattern, with a few 
hours of good wind and hardly any wind during the rest of the day (e.g. 
around big lakes in Africa). In general the windspeed distribution is 
less favorable, although there is mostly a peak during day time hours and 
low windspeeds during the night. 

Hultipurpose function of tank 

Windmill water will also often be used for drinking, bathing and wash- 
ing. The tank is often a swinuning pool for children. This may lead to 
pollution of the water and development of diseases like bilharzia. The 
shallow tank with standing water can also become a source for malaria 
mosquitoes and other pathogens. If the tank is emptied daily and refil- 
led with fresh water these problems will not easily arise. 
The tank can also be used for fish breeding or growing blue-green algea. 

Cost aspects 

As has been discussed earlier in this chapter, the cost of tank con- 
struction depends mainly on the soil type, which determines whether 
lining is required or not. The space requirements for a small tank will 
not be too great a barrier. (50 - 100 q * for a tank of 50 - 100 m3). 
If the costs of a tank are high (lining) it should be considered whether 
a windmill with a larger capacity, to compensate the irrigation losses, 
would provide a better solution. Depending on the daily windspeed dis- 
tribution and the number of hours the farmer is willing or able to 
attend the irrigation flow, an estimation can be made of the irrigation 
water losses without a tank and thus the required increase in capacity 
of the windmill or decrease of the command area per windmill. 
A special case when no tank will be required occurs when paddy is 
continuously part of the crop plan. The standing water of the paddy 
field can function as a storage tank. Other crops can be irrigated 
from this field if the topography allows this. The windmill can pump 
the water continuously into the paddy field. Or to the other crops at 
hours with high discharge and during the rest of the day into the paddy 
field. 

3.7. slnrarg 

In the planning and the management of a windmill for an irrigation 
scheme, the following aspects should be considered: 

The crop evapotraaspiration will decrease significantly (10930%) if 
the windspeed decreases considerably (40-60X). 
If the crop evapottanspiration decreases the fraction of instantly 
available soil moisture increases and irrigation can be delayed by 
one or more days. 
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The reduction of the evapotranspiration to below the optimal value, 
does not necessarily have severe effects on the crop development 
and crop production; this will depend on the growth phase of the 
crop. 
Often the availability of water is not the only impediment to crop 
production in small holder agriculture in the developing countries. 
Therefore making a goal of optimal water availability to the crop in 
all growth phases is not practical. 
By practising pre-irrigation and including drought-resistant crops 
in the crop-plan, the variable windmill output can be further 
optimized. 
Large storage tanks are generally not economical. Small storage 
tanks are often essential in order, to increase irrigation effi- 
ciency and to free the farmer for other duties besides irrigation. 

On the basis of these considerations the following guidelines can be 
given for the design of crop plans that will minimize the reduction of 
crop production due to the day to day variable windmill output. 

The crop plan should consist of different crops known to the far- 
mers. These crops should preferably differ in the depth and in- 
tensity of rooting and in sensitivity to water shortage. 
The sowing dates of different crops should be planned in such a 
way, that the growth phases with maximum sensitivity to water 
shortage do not coincide. 

. 

As few crops as possible should reach their critical growth phase 
in the month(s) when the average windmill output is at its lowest 
value. 
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4. SOCIAL AND ECONOMIC ASPECTS 

Windmill irrigation is not a goal in itself. The ultimate aim will be 
the improvement of the socio-economic situation of the project target 
group (small- and marginal farmers). 
Furthermore is a windmill not automatically the only and optimal device to 
achieve this aim. Therefore intensive socio-economic feasibility studies 
are essential before windmills are introduced on a large scale. 
Such feasibility studies are difficult to carry out because windmills 
(and often small scale irrigation itself) are unknown in the project 
area. 
So it is hard to collect opinions on and to estimate all kinds of 
socio-economic effects connected with their introduction. Therefore it 
is strongly recosrnended to start with small pilot projects. Besides 
providing all kind of technical information, the socio-economic aspects 
can also be studied, especially if a few windmills are placed at the 
farms of the target group. If successful, these windmills will 
demonstrate their possibilities and may be accepted as an alternative 
waterlifting device in the area. 

It is also recomnded not to reserve this technology only for the target 
group. This might have all kind of negative effects. The new device 
should be available for everybody who wants one, but the feasibility 
study and the project activities should be concentrated on the target 
group, including agricultural extension, credit, subsidies, etc. 

Windmill introduction should be incorporated as far as possible with 
other development prograrmnes in the area. Close cooperation with govern- 
ment organizations in the same field is essential as well (e.g. Irriga- 
tion Departaent, Extension Service, governmental credit and subsidy 
agencies). 
The social aspects that need consideration during the planning and 
execution are mentioned in this chapter. Special attention being given 
to the social aspects of crop selection and crop plan adjustment. IIardly 
any research on these aspects has been done up to now. In this study we 
can not do more than present a number of broad guidelines, drawn from 
the literature and from experience in India, Sri Lanka, Indonesia and 
Kenya. 

In the second part of this chapter, the economic aspects are discussed. 
The cost-element of windmills and other waterlifting devices is mentio- 
ned and calculation methods are given for the economic comparison of the 
devices. The cost-benefit calculation from the farmers' point of view is 
often an important criterion for project feasibility and acceptability 
of the new device by the target group. 
Calculating the repayment capacity will also be considered. 
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4.1. Social aspects 

If the improvement of the living conditions of the'target group is the 
ultimate goal of the project, it is implicit that the project will cause 
social changes. The project participants will earn more money or get 
more food when the project is successful. This will change their social 
status and their relations with other groups in the community. It should 
be investigated whether these changes will not weaken the position of 
the even less privileged sections of the community (e.g. landless people). 
Clearly landless people cannot benefit direct from this technology, so 
that windmills per se may not be considered a medium for improving the 
living conditions of the weakest sections of the community. 

Very small landholders might benefit from windmill irrigation by coope- 
ration and joint ownership of a windmill. However, joint ownership of a 
windmill may cause even more problems than joint ownership of other 
small irrigation devices, because: 

a windmill cannot be moved from one place to another 
a windmill requires a high initial investment 
division of the unpredictable daily output is difficult. 

A group of marginal farmers with fields at different places can still 
own and operate a mobil petrol pumpset together. A windmill cannot be 
moved from field to field. 
A high investment means that security is needed for the loan. Often 
marginal farmers cannot meet the security criteria of the banks. More- 
over the repayment capacity of a group of marginal farmers is low if 
there are no other sources of income. Before a family can be expected to 
repay the annual installment of a loan, its minimal living requirements 
have to be met. 
example: Suppose the net annual benefit of a windmill irrigation unit 

is Rs. 6000, the minimal annual living costs of an average 
family is Rs. 1500 and the annual loan repayment is Rs. 2000. 
If 4 families own the windmill together, each will get 
Rs. 1500 to meet living costs and nothing is left for loan 
repayment. 
If 2 families share the windmill, each will get Rs. 2000 and 
Rs. 2000 will be left for repayment. 
Note:'8 Indian Rupies E l$U.S. (1980) 

Only if the windmill is given free of cost, or with a high subsidy, 
this problem can be overcome. (see also section 4.2.3.). 

In section 1.2. the problems with regard to the distribution of the 
irrigation water of a waterlifting device with a variable daily output 
were briefly discussed. After studying Chapters 2 and 3, it will be 
clear that modification of the irrigation interval as well as efficient 
crop selection and crop plan adjustment are much more difficult with a 
group of farmers, each with his own ideas and priorities. 
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4.1.1. Social aspects with regard to crop selection and crop plan 
---------------------------------------------------------- 
adjustment 
---------- 

Crop selection and crop plan adjustment are important to optimize the 
windmill irrigation system ar.d to decrease its vulnerability, as discus- 
sed in Chapters 2 and 3. The selection of the crops to be grown under 
windmill irrigation, the sequence of the different crops and of the 
sowing dates may also be restricted by social factors. 
Often a large number of social factors and customs determine agricul- 
tural practices and vice versa. This influences the crop selection (main 
food crops and vegetable crops as well as traditional cash crops) but 
also the crop sequence and the sowing dates. Especially in regard to 
sowing dates and harvesting periods, many customs have developed, often 
based on a tradition of experience with climate, rainy seasons etc. In 
most cases it is not simple to change these customs even if circumstan- 
ces change due to the artificial water supply. 
Demonstration and extension may lead to changing of these patterns, 
especially if social or religious leaders have agreed to it. 
It may also be very important to investigate the women’s role in the 
existing agriculture and what will alter for them if traditional 
patterns are changed. The women should be involved in the demonstration 
and extensicn programme and in the final decision making. 

Here some of these social factors in agriculture will be mentioned. They 
should be considered #hen a crop plan is designed. However, every situation 
will differ from others, so no spec,fic rules can be given. 

Function of agriculture 
It is important to know what the current function of the local agri- 
culture is. Five possible types can be distinguished: 

nuclear family 
only; other family members 

ch is the source of cash 

a. provides food and cash- income for the 
b. provides food for the extended family 

provide cash 
C. provides food for animal husbandry wh i 
d. production for the market only 
e. mixtures of above mentioned functions . 

The crop plan that is developed should fit in with the existing 
function of the agriculture in that area. Additional activities can only 
be successful1 if the primary function has been fulfilled: sufficient 
food for the family and/or the cattle. 

Risk minimization is another socio-economic factor. 
Often the traditional systems have a balanced crop plan aimed at risk 
minimization in securing food production for the family and for the 
livestock. nixed cropping and delayed sowing practices are examples of 
this as are traditional drought resistant varieties etc.... 

Religious, cultural and social activities can have their influence 
on the existing agriculture and vice versa. 
Special functions during particular seasons may require the availability 
of harvested products or 
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cash at a certain moment (marriage parties, house or road construction 
etc.). Religious customs about animals may mean that a part of the 
arable land has to be used for fodder crops all year. 
In some places it is not allowed to kill animals which can destroy 
standing crops. Some crops are traditionally not grown because of their 
attractiveness for certain animals (birds, insects, rats). Other crops 
may not be raised continuously in a certain area to prevent the survival 
of certain animals which migrate from one field to another. 

Labour requirements of certain crops, and labour availability over 
the year (and for the peak periods) 

Paddy is a traditional example. Proper attention should be given to this 
aspect in new crop plan designing and establishment of new growing 
periods. Data about both the availability of labour and the labour costs 
are important. In some periods these charges will increase due to high 
demand for labour and also because the work has to be done in the fields 
during the hot period (leisure preference is high during such periods 
and labour productivity low). If field work is not allowed on religious 
or public holidays, this should be incorporated in the calculation of 
labour availability and the irrigation intervals. If water storage 
facilities are insufficient, water pumped by the windmill on these days 
will be lost thus reducing the total amount available for irrigation. 

Labour differentiation between male and female is often tradi- 
tionally based and difficult to change. The same holds for labour diffe- 
rentiation between different social groups. Care should be taken not to 
help only one group to improve its living conditions while depriving 
other groups from their income, or a part of it. 

The chance of theft of the fruits standing in the field should 
not be underestimated. The farmers often live in villages situated far 
from the fields. Introduction of vegetable crops can be difficult 
because they can so easlily be stolen from the fields at night. 
The same can happen with the fish bred in the shallow windmill storage 
tanks. It may be socially unacceptable that members of the farmer's 
family stay night after night guarding the fields far from home. 

In conclusion it can be said that the crop plan designed for windmill 
irrigation should not differ too much from the traditional pattern. 
Proper attention should be given to the above mentioned aspects and 
sufficient information on the aspects mentioned should be gathered by 
all means to eliminate the chances of failure or unwanted developments. 

If "modem" agriculture has not yet been introduced in a certain area, 
it is doubtful whether windmills for irrigation will form the most 
suitable introduction. Other, more simple, improvements might then 
be more appropriate. 
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4.2. Economic aspects 

In this section economic aspects of windmill irrigation are discussed 
with special attention to those of importance from the farmer's point of 
view: 

Which waterlifting device is the most economical? 
What are the financial benefits of irrigation? 
Can the loan repayments be met? 

Hethods and examples are given for the estimation of costs and benefits 
"with" windmills, with other devices and "without" irrigation. 

The questions whether windmills will from a sound economic alternative 
for the economy as a whole (macro-economy against opportunity costs; 
important for a national windmill subsidy programma) or whether a choice 
must be made between a windmill project and other projects are not 
discussed here. 

4.2.1. Cost comparison 
--------------- 

Costs can be divided into fixed costs and variable costs. Fixed costs 
are those which do not change, whether the device is used or not. Varia- 
ble costs depend on the use of the device. 
e.g. - For diesel pumpsets, the fuel is a variable cost. 

For electric pumpsets, the charge for electricity is often a 
fixed cost, since it is usually a fixed amount per month 
independent of the use of the pump set. 
For bullock irrigation, only additional food given to the 
bullock, above the normal quantity, is a variable cost. The 
other costs of bullocks are more or less fixed costs (except 
when they have to be hired). 

Where applicable, insurances and taxes.also have to be added to the fixed 
costs. Haintenance will often be partly variable and partly fixed. 
Painting of a windmill will be required, whether the windmill is working 
or not and thus a fixed cost. 
Table 4.1. presents the main elements of fixed and variable costs of 
four different 'irrigation devices. 
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Although here we compare the costs to the farmer including existing 
subsidies on fuels or investments, it is recommended to investigate if 
the different cost-elements are subsidized and if so, to see whether the 
new device (the windmill) can be subsidized on the same principles. This 
will increase the reliability of the comparison. Since all investments 
will last for several years it is also advised to investigate whether 
price rises, additional to inflation, of the variable costs (e.g. fuel) 
are expected in the near future. If so, these price rises should be 
included in the calculation (see Annex IV for a calculation method). 

If part of the installation is used for other purposes, (engines used 
for grinding, threshing, fodder cutting, sugarcane crushing, etc.) the 
costs have to be divided proportionally over the different activities. 
(Also: Bulloclrs are used for irrigation, ploushing, levelling, transport, 
etc.). 

A first indication of whether windmills will be economically attractive, 
can be found by comparing the annual cost of the different devices at- 
different output levels. If this comparison is to be valid, the value of 
the water pumped by each device should be equal. Water pumped by a 
windmill during a rainy season has no value!. 
Whether the value of the water pumped during the irrigation season will 
be of equal value for the different devices depends mainly on their 
reliability. 
Windmills have always had a low reliability and electric and diesel 
pumpsets a higher one. However, irregular availability of electricity 
and diesel is becoming more and more rule instead of the exception in 
rural areas of many third world countries. 
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Fig. 4.1. shows an example of the annual costs of windmills and diesel- 
pumpsets each with different assumptions, at different annual output 
rates over an elevation head of 5 m. 
For the calculation the capital recovery factor is used, which is 
explained in detail in Annex IV. Cost elements which are equal for 
both devices are omitted (e.g. canals, bunds). 

For the viability r#f windmills, lifespan and the annual repair and 
maintenance costs are important as well as the costs for the storage 
tank. For internal combustion engines, lifespan and expected fuel price 
rises are especially important. 
By making different assumptions for these important variables, the 
influence of the assumptions on the final results can be estimated. 
Inclusion of the variable cost lines of the diesel pumpset alternatives, 
(parallel to the existing costlines, but now through point O,O> shows 
at what annual output levels it is economically attractive to install a 
winEmil beside a diesel pumpset plant, to take over a part of the 
pumping and save variable cost (fuel, oil). 
The difference between the annual costs of the two devices at a certain 
annual output level also indicates the sensitivity to the main assump- 
tion made here: the value of the water (the benefits) pumped by each 
device is equal. If the difference ir annual costs is considerable, the 
benefits may vary as well without affecting the conclusion based on the 
costs only. The next section deals with cost benefit analyses in more 
detail. 
In Annex IV some rules of thumb with regard to output, lifspan and 
repair and maintenance costs are given, als well as the basic calculation 
methods used for Fig. 4.1. 

4.2.2. Cost-Benefit analysis 
--------------------- 

In general matters are not as simple as in the case presented in the pre- 
vious section. The different devices have different functions and the 
economic value of the water pumped is not always equal. 
By comparing costs and benefits of each device, a better indication can 
be obtained of the advantages of the different alternatives for the 
farmer. Also the "with" irrigation situation has to be compared with 
the "without" situation (actual agricultural practice of the targetgroup 
farmers). 
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Fig. 4.1. Comparison of annual costs of windmills and 5 H.P. diesel 
pump sets, for different options with regard to total investments, 
lifespan and annual fuel price rises in Kenya (elevation head 5m). 
(Vilsteren 1980) 

W.14. 20, 10/20/l. means: Windmili Shs 20,000; Tank Shs lO,OOO/ 
Lifespan 20 years/Repair + maintenance She 1,000 p.a. 
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Since there will be a learning process in the new "with" situation and 
there will be developments in the inputs, outputs and their price levels 
in both situations, the costs and benefits over a large number of years 
have to be estimated e.g. over the whole lifespan of the investment. 
Therefore the Internal Rate of Return (I.R.R.) will be introduced here. 
The 1-R-R. is that discount rate (or interest rate) for which the sum of 
the annual costs is equal to the sum of the annual benefits. In formula: 

: bt = : ct 

1 (l+i)t 1 (1 + ljt 

where: bt = benefits of year t* 
ct = costs of year t 
t = number of years included in the comparison 1, 2, 3,.....t 
i = Internal Rate of return 

The 1-R-R. can be found by a "trial and error" procedure in order to 
solve to the former equation. 
Comparing the I.R.R. with the actual interest rate indicates the profitabi- 
lity of the device; comparing it with the I.R.R. of the other alternati- 
ves gives an indication for the most economical alternative for the farmer. 

An example: 

Sunnose the followinn data are found. _ 
Year 6,OOi 1 2 3 
costs 303 300 300 
Benefits -- 2,500 3,000 3,500 . 

Trial and error procedure: 
Suppose i = 15% thus (l+i) = 1.15 
The sum of the (discounted) costs is then: 
6000 + 300 + -300 + 30b = 6000 + 261 + 227 + 197 = 4685 - 1.151 P 

1.15' 
- 
1.153 

The scp of the (discounted) benefits is: 
0 + 2500 + 3000 + 3500 = 0 + 2174 + 2268 + 2301 = 6743 

--- 1.15l 1.153 1.152 . . 
The SW of the discounted benefits is slightly higher than the 
SUI of the discounted costs, so the I.R.R. will be slightly 
higherthanlS%. 

*) Using "constant" prices i.e. inflation which will affect both costs 
and Genefits is ekinated. Generally current prices are taken. 
Price rises additional to the inflation rate are accounted for. 
(e-g. fuel price rises) 
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In annex IV, an example is presented of the I.R.R. calculation with respect 
to four different devices and the "without" situation (rainfed farming). 

Some points are now considered for the case when the data for costs and 
benefits needed for this calculation are collected from different sour- 
ces . 
Except for the selling of irrigation water, the benefits of a pumping 
device can only be calculated indirectly, on the basis of increased 
agricultural production due to irrigation. So again proper attention has 
to be paid to the costs and the benefits of agriculture "with" and 
"without" irrigation. Then the net benefits due to the application of 
the irrigation device can be estimated. 
Soil quality and levels of inputs (seed, manure, fertilizer, pesticides, 
manpower and bullockpower) often vary considerably over an area, as do 
the level of outputs (main product, by products, quality of products). 
Prices of inputs as well as outputs also differ over the year and from 
year to year. The capability of the farmers is another varying factor. 

Nevertheless, data have to be collected (either by holding a survey 
among the farmers, or making use of existing surveys) and knowledge 
gathered at demonstration farms and agricultural research stations. Data 
from the latter often show results that are far above those of actual 
farming practice in the area. 

Besides the current data something should be known about the growth rate 
of the production and/or expected price rises. We have to know the input 
and output levels for a large number of years to perform projections 
for the future. 
It is to be expected that optimal results will not be achieved immedia- 
tely after the introduction of a new device. 
The farmer will go through a learning process which can take several 
years. Production rises may occur with any irrigation device-This is even 
so without irrigation, supposing a better yielding variety is introduced and 
more fertilizer becomes available etc. 
With the help of local agricultural research stations, estimations can 
be made about the expected percentages of growth for the "with" and the 
"without" case. 

In calculations.of the net benefits of different crops, the amount used 
for home consumption should not be neglected, but added to the total 
benefits. 
It is often difficult to estimate the contribution of bullock power, or 
farmyard manure, or the value of the by-products which are often fed to 
cattle. If the contributions are relatively small, they may compensate 
each other. Contribution of bullock power for ploughing and levelling 
and the contribution of the farmyard manure can be compensated by the 
supply of by-producys or by the production of a small field of 
fodder. 



4.2.3. Farmers repayment capacity 
_------------------------- 

In general it can be stated that the I.R.R. also indicates whether the 
investment will repay itself. If the I.R.R. is higher than the current 
interest rate, this will usually be the case. But even then it is not automa- 
tically implied that the farmer will also be able to repay the loan for 
the the required investment in windmill, the well and tubewell, tank 
etc. The repayment capacity of the farmer is a very critical factor in 
adopting windmills. 

One reason for such a limited repayment capacity can be the loan condi- 
tions of the bank or other loan agencies. These institutions often 
demand security in the form of owned land. This is often difficult for 
the small farmer (property rights not always being officially registered 
or more persons own the property) and impossible for the tenant or share 
cropper. 
Another aspect is fomed by the repayment conditions of the loan: inte- 
rest rate and repayment period. Real interest rates are sometime above 
the official rates (add. charges, bribes) and the repayment period is 
often shorter than the lifespan of the investment. Furthermore it starts 
irmsediately in the first year after the investment is made. 
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Another difficult item in calculating the net benefits is the labour 
supply by the farmer and his family. 
Generally it is only hired labour that is regarded as a cost factor. The 
net benefits of the crop plan are often regarded as the farmers income, 
but the introduction of irrigation always almost implies increased 
labour requirements. To see what part of the additional benefits are 
due to the irrigation device, all labour has to be included as costs. 
e.g. Suppose the additional benefit of 1 ha irrigated crop will be 

Rs. 1.000, --but also requires 100 additional mandays at Rs. 5 per 
day. The additional benefit due to the irrigation device will be 
only Rs. l.OOO-(100 x Rs. 5) = Rs. 500,--. 

It is not only difficult to estimate the additional labour require- 
ments but also its value. If there are no off-farm employment opportuni- 
ties, the opportunity cost of labour is even zero. Often these off-farm 
employment opportunities also vary during the year in rural areas and 
so their opportunity cost. 
Usually the minimum wages for fam labour are used in the calculations. 

From the suggestions given above, it will be clear that the results of . 
the calculation largely depend on the assumptions made. Therefore here 
again it is recommended to make several calculations, each with diffe- 
rent assumptions for the main aspects (e.g. fuel price rises, production 
level, etc.). In this way the influence of the assumptions on the final 
outcome can be investigated. In case of a large uncertainty economists 
can be asked for advice. 
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Yet the farmer is not getting optimal benefits out of his investment in 
that period, since he is still in the learning process. 

A calculation example: 
Investment: Rs. 10,000; Interest rate: 12%; Repayment period: 5 years. 
With the capital recovery factor (discussed in Annex IV) the annual 
repayment can be calculated as: 

A= 10,000 x 0.12 x (1.12)' = Rs. 2,774 
(1.12)5 -1 

This is about twice the actual annual costs based on the total lifetime 
of the windmill of 15 years (see Annex IV). 
It will be clear that the additional benefits from windmill irrigation 
may be insufficient to meet the obligations to the loan agency. 
Other sources of family income or saving deposits are then required to 
meet these obligations. Alternative loan conditions or subsidies can 
also partly solve this problem. 

Another reason for the limited repayment capacity of the farmer may be 
the low family income. 
If this income is insufficient to meet the primary living costs (poverty 
line), the farmer will not be able to meet the loan repayment require- 
ments. 
This problem will increase if the windmill and thus its benefits are to 
be shared by a group of farmers; each farmer will first have to meet the 
minimum living expenditures. All these problems occur when there are 
no oppnrtunities for off-farm employment. 

Another calculation example: 
(based on data from Ghazipur, India) 

See previous example: loan repayment annually Rs. 2774 
Suppose net benefit from 1 ha irrigated by the windmill Rs 3500 
Suppose minimum living expenditures of a family Rs. 1500 
Amount left for repayment: Rs. 3500 - 1.500 = Rs. 2000 
Suppose 2 families have to live from this 1 ha irrigated land 
Repayment capacity Rs. 3500 - 2 x Rs. 1.500 = Rs. 500 

Before windmill irrigation was introduced these families probably lived 
below the poverty line, but that will not mean that they will continue 
doing so, if they receive more money. 
tfeeting minimum living costs is much more important to them than the 
bank loan repayment. Banks know this as well and therefore will not give 
them a loan at all. 
What is to be taken as the poverty line is arbitrary and will vary from 
area to area. 



If the repayment of the loan can just be met, this is still a risky 
affair for the bank and the farmer. The moment something happens (sickness 
of farmer or someone in his family, a dying bullock or a failing crop), 
the repayment duties cannot be fulfilled. 

The farmer employing a windmill is sometimes part of a larger family, 
called extended family. It maybe possible that other members of this 
unit will assist in repaying the loan. 
Sometimes, it is even possible to pay the investment out of previous 
savings or by selling piece of land or other valuable goods. All these 
possibilities can occur in one and the same area. 
Therefore a sound koowledge of the socio-economic aspects of the project 
area and a flexible organization will be required to deal with all these 
aspects in such a way that the introduction of windmills will ultimately 
benefit the selected target group. If the repayment problems above 
described are expected, proper arrangements with subsidies and possibi- 
lities for delayed loan repayment should be made. This is a very diffi- 
cult task and it 1s even harder to collect the repayment fees, even when 
these are low due to all kind of arrangements. Sanctions such as remo- 
ving the device are very costly, especially for windmills, and do not 
solve the problems. Farmers know this very well and will act accordingly. 

An effective method to examine whether the farmer will be able to meet 
the repayment duties is a projection of the cash flows during the repay- 
ment period of the loan. 
Fig. 4.2. presents 2 examples of these cashflow projections per holding 
of 1 acre in a 4 ha irrigation scheme in Kenya applying a windmill or a 
diesel pump set. Adding the minimum living costs (e.g. Shs. 2,000 p.a.) 
to the costs for irrigation will complete the picture and then conclusions 
can be drawn with regard to the rep- ayment capacity of the farmer. 
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The government will have to provide aid if it wants to promote windmill 
irrigatiorz by small farmers but the repayment capacity is insufficient 
and also if the risks, seen from the small farmer's point of view, are 
too high. 
Subsidizing windmills is simple, since there is only one main cost 
factor, the initial investment. 



5. CONCLUDING REMARKS 

In this chapter brief attention is given to the skills required by the 
farmers to deal with windmill-irrigation and to the combination of 
windmills with other pumping devices. 

5.1. Farmer training 

On the basis of Chapter 3, the reader might question whether the rules 
for windmill irrigation can be learned by small and marginal farmers 
with a low level of education. 
A distinction should be made between farmers who already have some 
experience with irrigation (controlled flooding, bullock irrigation, 
bought water, etc) and farmers with only rainfed farming experience. 
Farmers with irrigation experience already know how to irrigate and 
often know by experience how crops respond to water and the economic 
effects of timely irrigation. So there is no much need to teach the 
farmer how to use his limited water to optimize the final economic 
results and to minimize the risk of crop failure. 

To facilitate adoption of windmill irrigation it is essential to show 
the farmers the effect of windless days on crop water needs. So they 
will understand that delayed irrigation due to windless days will not 
seriously harm crop development and crop production. 
Another essential point be tought is the differing capacities of the 
windmill system in each season. Often farmers become enthousiastic during 
the windy season and want to cultivate the same area in the next season, 
which is less windy. 
A third point is to teach the farmer to grow at one time crops with 
different irrigation requirements and to supplement the command area 
with a low input crop (fodder, green manure) or a drought resistant 
crop, so little will be lost if it proves to be a poor season with 
regard to windspeed. If sufficient irrigation water becomes available, 
this remaining area will also benefit. The water will be used effective- 
ly and ultimately the farmer will benefit from it. Another matter to be 
made clear is that irrigation alone will not result in good crops (see 
para 3.4.). 
Finally, delayed sowing of traditional crops, to correspond with irriga- 
tion water requirement and wind pattern may meet resistance, because 
tradition has learned, that the existing sowing date is the optimal one 
to obtain good yields as well as to minimize risks. 

In conclusion it can be said that proper in-field training and demon- 
stration will be essential for the introduction of windmill irrigation. 
After a few years of intensive guidance of the windmill farmers expe- 
rience will be available in the area and these windmill farmers will 
become demonstrators for others, if they belong to the same socio-econo- 
mic group. 
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This transfer of technology should be executed by an extension service, 
which is trained and activated by the windmill project. Just as with 
other new agricultural techniques this extension will be essential. The 
scope of the service may include loans and subsidies, training in wind- 
mill maintenance and minor repair and other agricultural or socio-econo- 
mic aspects. 

It will be clear from previous remarks that introduction of windmill 
irrigation to farmers with no experience in irrigation will require more 
training and attention. The design and layout of the field irrigation 
system has to be made and farmers have to be taught how to handle water 
efficiently. The crop plan should be kept very simple and much less 
critical (safety factors at all moments), the number of crops should be 
limited etc. 
It will be clear that the extension service has a lot more 
to do in such situations, but this applies for any irrigation device. 
In some cases it can be questioned whether irrigation will be the most 
appropriate step in further development (see also section 1.1.). 

5.2. Windmills combined with other irrigation devices. 

In discussions about windmills, often one of the first questions of the 
layman is whether windmills can be combined with other devices, espi- 
cially manual ones. 
From previous chapters it will be clear that short windless periods can 
be coped with by other means. Moreover, manual power is too limited to 
deliver a quantity that can supplement windmill irrigation. Power output 
of a man will be about 75 Watt when working for a few hours continuously; 
this implies less than 3 m3/hour when elevation head is 10 meter. In addition, 
suggesting handpumps may give rise to problems of dignity, status etc. 
The difference in power levels also makes it almost impossible to use 
the windmill pump for hand pumping, so a lower capacity pump would have 
to be installed additionally for this purpose. 
If irrigation with animals is known in the area, this can easily be 
combined with windmill irrigation, if there is sufficient space around 
the water source and if the water source is an open one, thus not a tube- 
well. 
On windmill installation, attention should be given to this space as- 
pect. 
An example: 

In the Ganga-plain of North-India, bullock irrigation from - 
open wells has been practiced for centuries. 
Windmill irrigation has been introduced to replace this bul- 
lock irrigation during the windy hot sulllller season (April- 
June). 
Due to the low water tables and the hot weather, bullock 
irrigation is a tedious job in that period for men and ani- 
mals and the output was low (0.1 - 0.2 ha per unit/day). 
During this period windmills can supply sufficient water for 
about 1 - 1.5 ha. 
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However during the low wind winterperiod, bullock irrigation 
can supplement windmill irrigation, so the same acreage can 
be irrigated as during sulgler season. 

.The additional investment costs for bullock irrigation are low, provided 
bullocks are already available for other agriculatural practices (land- 
preparation, transport). 
However, here again, farmers may think that it is below their dignity to 
continue with bullock irrigation once they have installed a modern new 
irrigation device. 

Combining windmills with electric or diesel pumping sets will be not 
economical in most cases. 
The initial investment for the two devices are often above the 
financial capacity of the small farmer. Since both devices are 
only used below their optimum capacity the total annual cost 
(thus also the cost per m3 water) will be quite high. 
Only if both bevices can be used to a nearly optimal degree or if very 
high quality cash crops, which are sensitive to water shortage, are grown, 
may this combination be a good solution. Often the capacity of the 
pumpset is so high that it can easily pump the windmill output in addi- 
tion to its own output and so reduce the cost per m3 water, except if 
the variable costs of the pumpset are far above the costs per m3 of the 
windmill (high fuel prices). In general however the small farmer will 
prefer a low initial cost to low annual costs. 
This aspect of high costs and low annual output of the pumpset could be 
solved if a number of windmill farmers together were to operate one 
mobile pumping set. However this will lead to the following problems: 

a windless period will lead to a peak demand for the p\Mpset, since 
all farmers are hit by the same windless period at the same time; 
joint ownership of a device which needs proper maintenance and 
operation often gives rise to difficulties; 
the capacity of the water source may be sufficient with respect to 
the (low) windmill output, but insufficient for the pumpset capacity; 
if the elevation head exceeds 5 -7 m., arrangements have to be made 
to install the pumpsets below groundlevel, which is complicated and 
needs additional facilities. 

These points indicate that combined irrigation is not a simple matter 
since all its aspects need careful1 consideration. 
Often a windmill with a rather larger capacity can solve the problems 
just as well, but at lower costs. 
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PAN EVAPORATION METHOD AND PENMAN METHOD, INCLUDING TABLES AND CALCULA- 
TION EXAMPLES. 

1. PAN EVAPORATION 

Evaporation pans provide a measurement of the integrated effect of 
radiation, wind, temperature and-humidity on evaporation from a specific 
open water surface. Plants reponds to the same climatic variables in a 
similar fashion, but several factors may produce a significant differen- 
ce in water loss. However with proper siting, evaporation pans can be 
used to predict crop water requirements for periods of 10 days or lon- 
ger. 

To relate pan evaporation (Epan) to the reference crop evapotranspira- 
tion (ETo) empirically derived coefficients (Kp) are given, which take 
climate and pan environment into account. 
Reference crop evapotranspiration (ETo) can be obtained from the follo- 
wing formula: 

ETo = Kp x Epan. 
where: Epan = pan evaporation in mm/day and represents the mean 

daily value of the period considered. 
KP = pan coefficient 

Values for Kp are given in table 1 for the class-A pan and in table 2 
for the sunken Colorado pan, for different humidity and wind conditions 
and pan environments. The Kp-values relate to pans located in an open 
field with no crops taller than 1 m. within some 50 m. of the pan. The 
immediate surroundings, within 10 q . of the pan, are covered by a green 
frequently mowed, grasscover or by bare soil. The pan is unscreend. 

Evaporation pans can be manufactured locally. 
Descriptions and installations conditions are given below. 

CLASS-A PAN. 

The class-A evaporation pan is circular, 121 cm. (46 inches) in diameter 
and 25.5 cm. (10 inches) deep. It is czade of galvanized iron (22 gauge) 
or Monel metal (0.8 mm.). The pan is mounted on a wooden open frame plat- 
form with its bottom 15 cm above groundlevel. The soil is built up within 
5 cm of the bottom of the pan. The pan must be level. It is filled with 
water 5 cm. below the rim, and water level should not drop to more than 
7.5 cm below the rim. Water is regularly renewed to eliminate extreme tur- 
bidity. If galvanized, the pan is painted annually with aluminium paint. 
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SUNKEN COLORADO PAN. 

Sunken Colorado pans are sometimes preferred in crop water requirement 
studies, since these pans have a water level 5 cm. below the rim at soil 
level height and give a better direct prediciton of potential evapotrans- 
piration of grass than does the Class-A pan. The pan is 92 cm (36 inches) 
square and 46 cm (18 inches) deep. It is made of galvanized iron, set in 
the ground with the rim 5 cm. (2 inches) above groundlevel. The water 
level inside the pan is maintained at or slightly below groundlevel. 
(Reference is made to Irrigation and Drainage Paper No. 27 Agrometeoro- 
logical field stations. FAO Rome, Italy 1976). 

EXAMPLE: 

Given: 

Calculation: 

Cairo, July. Epan= 11.1 mm/day from Class-A pan. 
RRmean = Medium; Wind = Moderate. 
Pan station is located within a cropped area of several 
hectares; The pan is not screened. 
See table 1 of this annex. 
Since the pan station is covered by grass and is surrounded 
by some 100 m. of cropped area, case A applies. 
From table 1 for moderate wind and medium humidity con- 
ditions the Kp value is estimated at 0.75 
ETo = Kp x Epan = 0.75 x 11.1 = 8.3 mm/day. 
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Table 1 Pan Coefficient (Kp) for Class A Pan for Different Groundcover 
and Levels of Mean Relative Humidity and 24 hour Wind (FAO, 1977) 

Zlass A pan 

RH mean % 

Wind 
Wday 

Light 
Cl75 

Yoderate 
175-425 

Strong 
425-700 

Very strong 
>700 

Case A: Pan placed in short green 
cropped area 

- 

Windward side 
distance of 
green crop 

m 

1 
10 

100 
1000 

1 
10 

100 
1000 

1 
10 

100 
1000 

1 
10 

100 
1000 

.55 

.65 
-7 
.75 

.5 

.6 

.65 

.7 

.45 

.55 

.6 
-65 

.65 

.75 

.8 

.85 

.6 

.7 

.75* 

.8 

.5 

.6 

.65 

.7 

.45 

.55 

.6 

.6 

.75 

.85 
-85 
-85 

-65 
.75 
.8 
.8 

.6 

.65 

.7 

.75 

:Z 
-65 
-65 

Case B1: Pan placed in dry 
fallow area 

Windward side 
distance of 
dry fallow 

m 

1 .7 
10 -6 

100 .55 
1000 -5 

1 .65 
10 .55 

100 .5 
1000 .45 

1 .6 
10 

100 :a5 
1000 .4 

1 
10 ::5 

100 .4 
1000 -35 

.8 

:;5 . 
.6 

.75 
-65 
.6 
.55 

.65 

.55 

.5 

.45 

.6 

.5 

.45 

.4 

.85 

.8 
-75 
.7 

.8 

::5 
.6 

.7 

.65 

.6 

.55 

-65 
.55 

1545 

‘1 For extensive areas of bare-fallow soils and no agricultural development, 
reduce Kpan by 20% under hot, windy conditions; by S-10% for moderate 
wind, temperature and humidity conditions. 
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Table 2 Pan Coefficient (Kp) for Colorado Sunken Pan for Different 
Groundcover and Levels of Mean Relative Humidity and 24 hour 
Wind (FAO, 1977) 

Sunken 
Colorado 

RH mean % 

Wind 
b/day 

Light 
(175 

Moderate 
175-425 

Strong 
425-700 

Very strong 
>700 

Case A: Pan placed in short green Case B1: Pan placed in dry 
cropped area fallow area 

I I 
low medium high 

I I (40 40-70 >70 

Windward side 
distance of 
green crop 

m 

.7! 
1.0 
1.1 

-61 
.8! 
.9! 

-75 
1.0 
1.1 

.7 

.85 

.95 

.6 

.75 

.8 

-55 
.7 
.75 

Windward side 
distance of 
dry fallow 

m 

.8 1 
1.0 10 
1.1 100 

1000 

-7 1 
.9 10 
.95 100 

1000 

.65 1 

.75 10 

.8 100 
1000 

.6 1 
-7 10 
.75 100 

1000 

1.1 1.1 
.85 -85 
.75 -75 
.7 .7 

.95 -95 

.75 .75 

.65 .65 

.6 .6 

.8 .8 

.65 .65 
-55 .6 
.5 .55 

.7 -75 

.55 .6 

.5 .55 

.45 -5 

1.1 
.85 
.8 
-75 

.95 

.75 

2: 

.8 

.6f 

.61[ 

.6 

e 
1;; 
.6- 
.55 

‘1 For extensive areas of bare-fallow soils and no agricultural development, 
reduce Kpan by 20% under hot, windy conditions; by 5-10x for moderate 
wind, temperature and humidity conditions. 
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Penman klethod (FAO, 1977) 

Climatic data required are: mean temperature (T in *C), mean relative 
humidity (RR in X), total windrun (U in km/day at 2 m height) and mean 
actual sunshine duration (n in hour/day) or mean radiation (Rs or Rn 
equivalent evaporation in mm/day). Also measured or estimated data on 
mean maximum relative humidity (RIimax in %) and mean daytime windspeed 
(Uday in m/set at 2 m height) must be available. Reference evapotrans- 
piration (ETo) representing the mean value in mm/day, over the period 
considered, is obtained by: 

ETo = [W. Rn + (1-W) . f(U) . (ea-ed)].c 

where: 

(ea-ed) 

f(U) 

Rn 

W 

C 

EKAMPLE 

vapour pressure deficit i.e. the difference between satu- 
ration vapour pressure (ea) at Tmean in mbar (Table 3) 
and actual vapour pressure (ed) in mbar where: 
ed = ea . RR/100 
wind function of f(U) = 0.27 (1 + U/100) with U in km/day 
measured at 2 q height 
total net radiation in m/day or Rn = 0.75 Rs - Rnl where 
Rs is incoming shortwave radiation in nun/day either measured 
or obtained from Rs = (0.25 + 0.50 n/N)Ra. Ra is extra- 
terrestrial radiation in mm/day (Table 4), n is the mean 
actual sunshine duration in hour/day and N is maximum pos- 
sible sunshine duration in hour/day (Table 5). Rnl is net 
longwave radiation in mm/day and is a function of tempera- 
ture, f(T), of actual vapour pressure, f(ed) and sunshine 
duration f(n/N), 
orRnl= f(T).f(n/N).f(ed) (Tables 6, 7 and 8) 
temperature and altitude dependent weighting factor (Ta- 
ble 9) 
adjustment factor for ratio Uday/Unight, for RRmax and 
for Rs (Table 10). 

Given: Location 30*N; altitude 95 m; July; Tmean 28.5OC; RHmean 55%; 
Umean 232 km/day; n mean 11.5 hour/day; (RHmax 80X, Uday 3 m/set, 
Uday/Unight 1.5). 
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Calculation: 

ea 
ed 
ea-ed 
f(U) 
Ra 
N 
Rs 
Rnl 
Rn 
W 

:To 

T = 28.5OC Table 3 38.9 mbar 
ea.RR/lI)O talc 21.4 mbar 

talc 17.5 mbar 
0.27(1 + U/100); U = 232 km/day talc 0.9 
30°N, July Table 4 
3O*N, July 

16.8 mm/day 
Table 5 

(0.25 + 0.50 n/N)Ra 
13.9 hour/day 

talc 11.2 
f(T).f(ed).f(n/N) 

mm/day 
Tables 6,7,8 1.8 mm/day 

0.75 Rs - Rnl talc 
T= 28.5OC; 95 m 

6.6 mm/day 
Table 9 0.77 

Rifmax 80%; Rs11.2; Uday/Unight 1.5 Table 10 1.01 
c [W.Rn + (I-W).f(u).(ea-ed)] talc 8.8 mm/day 



Table 3 Saturation Va~outs PressuleJ&i-n mbar as Function oi lYlean Air Tmmtiurc? CT) in ‘C y 

W.---w-- 

’ empef- arurc oC 20 21 22 23 2t 25 26 27 28 29 30 31 32 33 36 35 36 .37 38 39 

ea m’-tr 23.4 24.9 26.4 28.1 29.0 31.7 33 6 3-(.7*37.0*40.1*42 4 44.9 47.6 So.3 a.2 

also actual vspaur pressure (cd) can be obtained From thts table ukg rvarlable Tdewpoint data. 

%.2 59.4 62.0 66.3 69 

Y 
(Example: Tdevpolnt is 18oC; ed II 20.6 mbw. 

Table 4 Extra-terrestrial Padlatlon (Ra) emreased Ln eaurvrtent l varrorntion m mm/&y 

Northern Hemimhere 
Jan Feb Mar Apr May June July Aug Sept Ott Nov Dee 

6.L 6.6 11.4 U.3 16.4 17.3 16.7 15.2 12.5 9.6 7.0 5.7 
6.9 9.0 11.8 14.5 16.1 17.2 16.7 15.3 12.8 10.0 7.5 6.1 
7.4 9.L 12.1 14.7 16.4 17.2 16.7 15.4 13.1 10.6 8.0 6.6 
7.9 9.8 12.4 14.8 16.5 17.1 16.8 15.5 13.4 10.8 7.2 
8.3 10.2 12.8 16.5 

8.5 
15.0 17.0 16.8 15.6 13.6 11.2 9.0 7.8 

8.8 10.7 13.1 15.2 16.5 17.0 16.8’15.7 13.9 11.6 8.3 
9.3 11.1 13.4 15.3 16.5 

9.5 
16.8 16.7 15.7 14.1 12.0 9.9 8.8 

9.8 11.5 13.7 15.3 16.4 16.7 16.6 15.7 14.3 12.3 10.3 9.3 
10.2 11.9 13.9 15.4 16.4 16.6 16.5 15.8 14.5 12.6 10.7 9.7 
10.7 12.3 14.2 15.5 16.3 16.4 16.4 15.8 14.6 13.0 11.1 10.2 
11.2 12.7 14.4 15.6 16.3 16.4 16.3 15.9 14.8 13.3 11.6 
11.6 14.6 15.6 16.1 16.1 

10.7 
13.0 16.1 15.8 lb.9 13.6 12.0 11.1 

12.0 13.3 14.7 15.6 16.0 15.9 15.9 15;7 
13.6 

15.0 
15.8 

13.9 12.4 11.6 
12.4 14.9 15.7 15.7 15.7 15.7 15.1 14.1 12.8 12.0 
12.8 13.9 15.1 15.7 15.7 15.5 15.5 15.6 15.2 14.4 13.3 12.5 
13.2 14.2 15.3 15.7 15.5 15.3 

15.6 
15.3 15.5 15.3 14.7 13.6 12.9 

13.6 14.5 15.3 15.3 15.0 15.1 15.4 15.3 14.8 13.9 13.3 
13.9 lL.3 IS.4 15.4 15.1 14.7 14.9 15.2 15.3 15.0 14.2 13.7 
IL.3 15.0 1j.j 15.5 

15.6 
14.9 14.4 14.6 15.1 15.3 15.1 11;. 14.1 

14.7 15.3 15.3 14.6 14.2 14.3 14.9 15.3 15.3 14. s 14.4 
15.0 15.5 15.7 15.3 14.4 13.9 14.1 14.8 15.3 15.4 15.1 14.8 

Southern Heminhere 
Jan Feb Mar Apr May June July Aug Sept Ott Nov Dee 

17.9 15.7 12.5 9.2 6.6 5.3 5.9 7.9 11.0 14.2 16.9 18.3 
17.9 15.8 12.8 9.6 7.1 5.8 6.3 8.3 11.4 14.4 
17.9 16.0 

17.0 18.3 
13.2 10.1 7.5 6.3 6.8 8.8 11.7 14.6 17.0 18.2 

17.8 16.1 
17.8 

13.510.5 8.0 6.8 7.2 12.0 18.2 
16.2 13.8 10.9 

9.2 14.9 17.1 
8.5 7.3 7.7 9.6 12.4 15.1 17.2 18.1 

17.8 16.4 14.0 11.3 
16.4 

8.9 7.8 8.1 10.1 12.7 15.3 17.3 18.1 
17.7 14.3 11.6 9.3 8.2 8.6 10.4 
17.6 

13.0 
16.4 

15.4 17.2 17.9 
14.4 12.0 9.7 8.7 13.2 

17.5 16.5 
9.1 10.9 

14.6 12.3 
15.5 17.2 17.8 

10.2 9.1 9.‘; 11.2 
16.5 14.8 12.6 9.6 

13.4 15.6 17.1 
17.4 10.6 

17.7 
10.0 11.6 13.7 15.7 17.0 17.5 

17.3 16.5 15.0 13.0 11.0 10.0 10.4 12.0 13.9 15.8 17.0 17.4 
17.1 16.5 

16.4 
15.1 13.2 11.4 10.4 10.8 12.3 14.1 16.8 

16.9 10.8 
15.8 17.1 

15.2 13.5 11.7 11.2 12.6 
16.7 16.4 

14.3 15.8 16.7 16.8 
15.3 13.7 12.1 11.2 11.6 

16.6 16.3 
U.9 14.5 16.6 

15.4 14.0 12.5 11.6 
15.8 16.5 

12.0 13.2 14.7 15.8 16.4 16.5 
16.4 16.3 15.5 14.2 12.8 12.0 12.4 14.8 
16.1 16.1 

13.5 15.9 16.2 16.2 

15.8 16.0 
15.5 14.4 13.1 12.4 
15.6 14.7 

12.7 13.7 14.9 15.8 16.0 16.0 
13.4 12.8 13.1 14.0 

15.5 15.8 
15.0 

15.6 14.9 
15.7 15.8 

13.8 
15.7 

13.2 13.4 14.3 
15.3 

15.1 
15.7 

15.6 
15.7 15.1 

15.5 15.4 
14.1 13.5 13.7 U.5 15.2 15.5 15.3 

15.0 15. E 
15.1 

i5.7 15.3 14.6 13.9 14.1 14.8 15.3 AS.4 15.1 14.8 



Table 5 Mean Dailv Duration of Maximum Possible Sunshine Hours CNI for Different Months and Latitudes 

Nell Ltku~~ 
Southern 
Latitudes 

40 35 
30 
E 

:os 

05 

Feb 

Aug 

10.7 11.0 
11.1 
11.3 11.5 

Mar 

scpt 

11.9 

12.0 

12.0 12.0 

Apr 

Ott 

:t: 
12:9 

May 

Nov 

14.4. U.0 
:E 
13:1 

June WY AU8 SW Ott Nov Dee 

Dee Jan Feb Mar Apf May June 
. 

15.0 ii:3 13.7 12.5 11.2 10.0 14.5 ;:a 
zm; 
13:3 

‘133’: ::*i 10.2 
13:2 12:3 

:?s 
lg*g :z 

10.9 10.6 

12.4 12:1 
11.2 

12.0 12:L 12:3 12.0 12.0 12.3 12.1 12.0 ‘If’2 12:o 

t PC -0 2 4 6 8 10 12 18 16 18 20 22 24 26 28 30 32 34 36 E 

lm- irka 11.0 11.1 11.7 12.0 12.4 12.7 l3.1 13.5 13.6 lb.2 11.6 lS.O 15.4 15.9 16.P16.7 17.2 17.7 18.1 

-dmbar 6’ 8 lo 12 21 16 18 20 22 . 24 26 28 30 32 3L 36 38 40 

r(al)- 024 -Q.QUj&a 0.23 .22 .u) .lg .18. .16 .I5 .I4 .13* .I2 .I2 .11 .lO .09 .08 .08 .07 .06 

T&lar~ 
I 

nFs 0 .05 .l .15 .2 .25 .3 .35 .4 45 .S 45 .6 .65 .7 .75 .8 .85 .g .95 1.0 
f6@)-0.1+04nfN 0.10 .15 .19 .24 .28 .33 47 42 .46 Al .55 .60 .64 .69 .73 .78 .82*.87 .91 .% 1.0 

i 



Table 9 Values of Wdnhtinn ‘Factor @Jf> for the Effect of Radiation on ETo at Different Temrrcratwcs and Altitudes 
- -*--. . 

Temperature *C 2 4 6 8 10 12 16 16 18 20 22 21 26 28 30 32 34 36 38 u) 

W at altitude m 
0 

1z 
2alo 
3000 

Table SD 

0~2 :L$ .$ .!X .Y .55 .57 .60 .50 .61 .62 .80 .81 .82 .82 
~6 :Y 

.6fi’ .65 .66 .67 .70 -69 .n .72 .73 .7& .75 .76 .F .78 .79 .70 .03 .84 .05 .86 
A9 .55 .58 .61 .6& .66 

.& .85 
.69 .71 .73 .75 .n .79 .80 .02 A3 .85- 36 .07 

.A9 .52 .55 .50 .61 .6tt .66 Al .02 .86 

.52 .55 .50 
.69 .71 

.61 .64 
.73 .75 .77 .m .04 

A6 .69 .02 
.85 .87 A0 

.71 .73 .75 .77 .79 31 .8h 35 36 .00 .88 .t3g 

Mtustment Factor (c) in Presented Penman Eauaaon 

I I RHmex-3% I RHntax - 6orc I 

Rs mm/day 3 6 9 1213 6 9 9 12 

1 Uday m/set Uday/Unight - L.0 

0 

:% 3 

l=O” l 36 1.05 1.05 1.02 

i 
:Z 

.g7 .92 1:% A7 
:S :E 

1.11 1.11 
1.19 .99 

I 

::Ei :*i; t” 

9 965 .78 :Zi! 

J 

1.02 imE . 
1.10 

5 :Z 1.01 ;:g . ::3$ . 
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Annex I-A 

Determination of the relative influence of windspeed on ETo, derived ac- 
cording to Penman. 
For formula and tables see ANNEX I. The results of these calculations are 
discussed in section 3.2 

Assumptions: 

Altitude = 0 

RR max = RRmean 

n/N = 1, Ra = 17 m/day 

Uday/Unight = 3 

o=o.25 

Variables: 

and are graphically presented in fig. 3.1. 

Altitude will have no influence on relative 
difference (see table 9). 
No variation in RR during day and night. 
This influences c-factor (table 10). 
No influences on relative differences. 
See table 4, 30° North, month June. 
This influences only radiation part of formula. 
This influences only c-factor (table 10). 
No influence on relative differences. 
a=is reflection coefficient; 0.25 for full co- 
vering green crop. 

Temp. (20, 30, 4OOC) 
RN (30, 60, 90 73 
Wind (0, 3, 6 m/set. = 0, 260, 520 km/day) 

Explanation of columns of table on next page: 

column 4 
column 5, 7, 8, 10, 12, 14 : 
column 6 : 
column 9 : 
column 11 
column 13 : 
colum& 15 : 
column 16 . . 
column 17 : 
column 18 : 

table 9 
calculations 
table 3 
table 4 
table 6, 7, 8 
A= WxRN (Radiation component) 
B = (l-W).fu.(ea-ed) Aerodynamic component 
table 10 
ETo = (A+B)xC (= column (13+15)x16) 
Relative evaporation (V = 3m/sec. = 100%) 

The last column on the next page shows the relative influence of the - 
windspeed on the evaporation. This column is the basis of fig. 3.1 in 
section 3.2. 



I 1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 16 

T"C RH 0 Vkm/dayW (1-W) ea ed (ea-ed&s Rns RIll Rn A fu B C ET0 0 

I 
1 
/ 

20 30 0 .68 .32 23.4 7.0 16.4 12.75 9.5 3.3 6.2 4.2 0.27 1.4 1.0 5.6 64 % 
20 30 260 .68 .32 23.4 7.0 16.4 3.3 6.2 4.2 0.97 5.1 .94 8.7 100% 
20 30 520 .68 .32 23.4 7.0 16.4 3.3 6.2 4.2 1.67 8.8 .88 11.4 131% 

20 60 0 .68 .32 23.4 14.0 9.4 2.6 6.9 4.7 0.27 0.8 1.05 5.8 68 0 
20 60 260 .68 .32 23.4 14.0 9.4 2.6 6.9 4.7 0.97 2.9 1.12 8.5 1000 
20 60 520 -68 .32 23.4 14.0 9.4 2.6 6.9 4.7 1.67 5.0 1.10 10.7 126% 

I 
20 90 0 .68 .32 23.4 21.1 2.3 2.0 7.5 5.1 0.27 1.10 5.8 78 % 
20 90 260 -68 .32 23.4 21.1 2.3 2.0 7.5 5.1 0.97 X:f 1.28 7.4 100% 
20 90 520 .68 .32 23.4 21.1 2.3 2.0 7.5 5.1 1.67 1;2 1.22 7.7 maa 

30 30 0 .78 .22 42.4 12.7 29.7 3.1 6.4 5.0 0.27 1.8 1.0 6.8 63 % 
30 30 260 .78 .22 42.4 12.7 29.7 3.1 6.4 5.0 0.97 6.4 .94 10.7 100% 
30 30 520 -78 .22 42.4 12.7 29.7 3.1 6.4 5.0 1.67 10.9 .88 14.0 131% 

% 
30 60 0 .ia .22 42.4 25.4 17.0 2.0 7.5 5.9 0.27 1.0 1.05 7.2 68 % 
30 60 260 .78 -22 42.4 25.4 17.0 2.0 7.5 5.9 0.97 3.6 1.12 10.6 100% 
30 60 520 l 78 .22 42.4 25.4 17.0 2.0 7.5 5.9 1.67 6.2 1.10 13.3 125% 

30 90 0 .78 .22 42.4 38.1 4.2 1.2 83 6.5 0.27 0.2 1.10 7.3 77 0 
30 90 260 .78 .22 42.4 38.2 4.2 1.2 8.3 6.5 0.97 0.9 1.28 9.5 100% 
30 90 620 .78 .22 42.4 38.2 4.2 1.2 8.3 6.5 1.67 1.5 1.22 9.8 103% 

40 30 0 -85 .15 73.5 22.1 51.4 1.3 8.2 7.0 0.27 2.1 1.0 9.1 65 0 
40 30 260 .85 .15 73.5 22.1 51.4 1.3 8.2 7.0 0.97 7.5 0.94 14.0 100% 
40 30 520 .85 .15 73.5 22.1 51.4 i 1.3 8.2 7.0 1.67 12.9 .88 18.4 131% 

40 60 0 .85 .15 73.5 44.1 29.4 0.9 8.6 . 7.3 0.27 1.2 1.05 8.9 68 0 
40 60 260 .85 .15 73.5 44.1 29.4 0.9 8.6 7.3 0.97 4.3 1.12 13.0 100% 
40 60 520 .85 .15 73.5 44.1 29.4 0.9 8.6 7.3 1.67 7.4 1.10 16.2 125% 

40 90 0 .85 .15 73.5 66.1 7.4 0.3 9.2 7.8 0.27 0.3 1.10 8.9 78 0 
40 90 260 .85 .15 73.5 66.1 7.4 0.3 9.2 7.8 0.97 1.1 1.28 11.4 100% 
40 90 520 .85 .15 73.5 66.1 7.4 12.75 9.5 0.3 9.2 7.8 1.67 1.9 1.22 11.8 104% 
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Annex II 

RELATIVE TOLERANCE OF CROPS TO SALT 

+ 

High salt tolerance 

Date palm 

EC = 12 amlhos/cm 
Ga%en beets 

,Kale 
Asparagus 
Spinach 

ECdw= 10 lldlos/cm 

FRUIT CROPS 

- 
I 
I 

I i i 

Medium salt tolerance 

Pomegranate 
Fig 
Olive 
Grape 
Cantaloup 

VEGETABLE CROPS 

E$=o10 mmhos/cm 

Broccoli 
Cabbage 
Bell pepper 
Cauliflower 
Lettuce 
Sweet corn 
Potatoes (White rose) 
Carrot 
Onion 
Peas 
Squash 
Cucumber 
ECdw= 4 mmhos/cm 

C 

l- 

- 

L 

Low salt tolerance 

Pear 
Apple 
Orange 
Grapefruit 
Prune 
Plum 
Almond 
Apricot 
Peach 
Strawberry 
Lemon 
Avocado 

EC = 
Ra$!sh 

4 mmhos/cm 

Celery 
Green beans 

EDdw= 3 mmhos/cm 
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igh salt tolerance 

FORAGE CROPS 
- 

Medium salt tolerance Low salt tolerance 

C = 18 ties/cm 
l&i sacaton 
altgrass 
uttall Alkali grass 
'ermuda grass 
hode grass 
escue grass 
anada wildrye 
'estern wheatgrass 
,arley (hay) 
ridsfoot trefoil 

iC dw= 12 lmdlos/cm 

EC = 12 ssshos/cm 
Wh%e sweetclover 

EC = 4 mmhos/cm 
W&e Dutch 

Yellow sweetclover Clover 
Perennial ryegrass Meadow foxtail 
Mountain brome Alsike clover 
Strawberry clover Red clover 
Dallis grass Ladino clover 
Sudan grass Burnet 
Hubam clover 
Alfalfa (California common) 
Tall fescue 
We (hay) 
Wheat (hay) 
Cats (hay) 
0rchard grass 
Blue grama 
Meadow fescue 
Reed canary 
Big trefoil 
Smotith brome 
Tall meadow oatgrass 
Cicer milkvetch 
Sourclover 
Sickle milkvetch 
ECdw= 4 nmhos/cm ECdw= 2 sxnhos/cm 

FIELD CROPS 

High salt tolerance Medium salt tolerance Low salt tolerance 

EC = 16 lmhos/cm 
Ba%ey (grain) 
Sugar beet . 
Rape 
Cotton 

ECdw= 10 mhos/cm _ 
. 

ECdw= 10 mmhos/cm 
Rye (grain) 
Wheat (grain) 
Oats (grain) 
Rice 
Sorghum (grain) 
Corn (Field) 
Flax 
Sunflower 
Castor beans 
ECdw= 6 xm&os/cm 

EC = 4 lmnhos/cm 
Fi!Yd beans 

EDdw= electric conductivity of drainage water (= EC,) 

Reference: Agriculture Handbook no. 60 Diagnosis and Improvement 
Saline and Alkali Soils. February 1954 



89 

Annex III 

CALCDLATION EXAHPLE OF TBE PROBABILITY ANALYSIS OF TRE AREA WHICH CAN BE 
IRRIGATED BY A SPECIFIC WINDMILL WITR A CERTAIN ROTOR DIAMETER AND CON- 
NECTED WITH A SUITABLE PISTON PUHP. (See section 2.3.3.) 

Suppose meteorological data of 15 years are available for 4 months of the 
year which have a rainfall deficit. These data are adjusted for their real 
contribution to the soil moisture content, thus: 

Pe = effective precipitation (mm/month) 
ETo = reference cropwater use of a full covering, healthy crop 

(&month) 
Ie = effective irrigation (monthly windmill output minus irrigation 

losses (m/month) 
2 = the change in soil moisture content (sxn) 

ETo-Pe represents the net irrigation requirement. 
Ie represents the acreage which can be irrigated by one windmill. 

ETo-Pe 

Calculation of the 75% probability, that a certain area can be irrigated 
bv the vindmill is done as follows: - 

fi = i x 100% 
n+l 

where fi = probability of occurrence (%) 
i = rank number in the climbing sequence of the data 
n = no. of data available. 

1 x In this calculation: n = 15 fl = 16 100 = 6.25 "x 

2 x f2 = l6 100 = 12.50 % 

4 x f4 = l6 100 = 25.00 % 

In this case rank no. 4 represents the co-and area of the windmill, 
which can be irrigated at least 3 out of 4 years. This will be surpassed 
in 100% - 25% = 753 of the years. So the 4th-lowest data represents the 
75% probability level in this case. 

In the first round, the reference crop evapotranspiration (ETo) is used, 
to find the critical-month with regard to the comand area of the wind- 
mill pump unit. 
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n Pe ETo ETo-Pe Ie Ie 
(years) (a) (ar) (ma) (am/ha) ETo-Pe 

(ha) 

1 100 100 0 90 
2 206 86 -120 76 

2 102 84 133 90 - 49 12 103 93 
ii LO4 34 120 141 127 16 106 99 

? 102 118 16 105 
8 143 125 - 17 83 
9 101 105 4 92 

10 73 131 58 66 
11 113 127 14 83 
12 111 113 2 98 
13 103 133 30 104 
14 89 118 29 58 
15 110 123 13 68 

+wt 
?bkt 
* 
1.9(3)* 

X:&1, 
6.6 
* 

23 
1.1(2) 
5.9 
4.9 

z(4)* 
5.2 

ETo ETo-Pe Ie 
t:, bm) (mm) (am) E$ 

a 

102 128 26 83 3.2 
89 131 42 110 2.6 

109 120 11 120 10.9 
63 148 85 76 0.9(l) 
78 110 32 99 3.0 

100 113 13 111 8.5 
39 129 90 94 1.0(2) 
68 140 72 115 1.6 

112 99 - 13 143 ;?s?- 
131 155 24 95 3.9 
63 143 80 123 1.5(4) 

112 119 7 118 16.8 
118 138 20 131 6.6 
83 164 81 93 l-1(3) 

111 123 12 75 6.2 

!lAY 
l- 

1 23 133 
2 18 118 
3 0 174 
4 43 108 

17 
‘6 15 

133 
145 

7 33 99 
8 8 125 
9 61 138 

10 0 143 
11 0 164 
12 14 141 
13 37 108 
14 

~ 15 
19 133 
10 121 

110 
100 
174 
65 

116 
130 
66 

117 
77 

143 
164 
137 
71 

114 
111 

168 
183 
124 
133 
188 
201 
133 
199 
211 
179 
148 
215 
175 
193 
161 

1.5 

i%l, 
2.0 
1.6 
1.5 
2.0 
1.7 
2.7 
1.2(3) 
0.9(2) 
1.6 
2.3 
1.7 
1.5(4) 

13 
28 

0 
0 

14 
3 

11 
33 

0 
0 
7 

13 
5 

33 
0 

148 
153 
123 
175 
168 
183 
145 
123 
188 
193 
146 
139 
173 
168 
160 

135 
125 
123 
175 
154 
180 
134 
90 

188 
193 
139 
126 
168 
135 
160 

93 
73 

100 
115 
83 

125 
99 

110 
78 
95 
88 
93 

105 
113 
108 

0.7 
0.6 
0.8 

X(2) 
0.7 
0.7 

X(1) 
0.5(3) 
0.6(4) 
0.7 
0.6 
0.8 
0.7 

;‘: Figures between brackets are the f- rst 4 rank numbers of the as- 
cending sequence in that column. 

* Figures in the squares are the areas which can be irrigated by the 
windmill in (100-25) 75% of the years. 

am No need for irrigation; ETo-Pe 10. 

Explanation: The 4th rank of the ascending sequence presents the com- 
mand area which will be realized in at least 25% of the 
years. So a larger command area will be realized in 
(100-25) 75% of the years. 



Here: in March 2.u ha; April 1.5 ha; May 1.5 ha; June 0.6 
ha. The month of June is the critical month with regard to the 
size of command area. 

Knowing now that the month of June is critical and on the ground of all 
kinds of other considerations (chapter 2), it is assumed that the following 
crops can be grown: 
Vegetables: March - May 25% of the area 
Sugar cane: February - January 50% of the area 
Cotton: January - May 25% of the area 
Maize: June - September 50% of the area 

This will give the following crop plan and average kc value (see tabel 2.1 
in section 2.1.1.): 

- - 
A 

1 
25% 

R 25% 

E 50% 
A 

, . kc veglmalze 
kc cot/maize 
kc sugar c. 
kc sugar c. 

kc average 

March 
I 

April 
I May I June I 

vegetables Maize 

cotton 

sugar cane 

0.7 1.0 1.0 0.3 
1.0 0.8 0.6 0.3 
0.5 0.7 0.9 1.0 
0.5. 0.7 0.9 1.0 

0.67 0.80 0.85 0.65 

Furthermore, it is assumed that leaching is not required, due to 
abundant rainfall after June and since the month of June :is cirtical, a 
soil water depletion (Az) of 50 mm at the end of that month will be 
allowed for sugar cane (deep rooting crop, abundant rainfall in next 
month). Since sugar cane covers 50% of the area, Az will be 50% of 50 IIP 
= 25 amt. 
Again, it is stressed here that these are only assumptions for this 
calculaticn model. What is actually possible under the given circumstan- 
ces in a specific area, has to be thoroughly investigated. 
With these modifications a new probability analysis can be made with: 
ETcrop = kc.ETo, and 
ETcrop - Pe-AZ now representing the net irrigation requirement '.- 

(AZ only in the month of June.) '. \ 
\ 1, 

. 



n Pe ETcrop ETcrop-Pe Ie Ie 
ETcrop-PN 

wars) (4 (ml (4 badha) (ha) 

1 100 67 - 33 90 --- 
2 206 58 -148 76 --- 
3 102 60 - 42 103 --- 
4 84 89 5 93 18.6(3) 
5 104 80 - 24 99 --- 
6 34 94 60 106 1.8(l) 
7 102 79 - 23 105 --- 
8 143 84 - 59 83 --- 
9 101 70 - 31 

10 73 88 15 z: 
o-0 
4.4(2) 

11 113 85 - 28 83 --- 
12 111 76 - 35 98 --- 
13 103 89 - 14 104 --- 
14 89 79 - 10 58 --- 
15 110 82 - 28 68 --- 

AY 

n Pe ETcrop ETcrop-Pe Ie Ie 

ETcrop-P 

yea=) (4 (=I (4 bdha) (ha) 

1 23 113 90 168 1.9 
2 18 100 82 183 2.2 

2 4: 148 92 148 49 124 133 0.8(l) 2.7 
5 17 113 96 188 2.0 
6 15 123 98 201 1.9 
7 33 84 51 133 2.6 
8 8 196 98 199 2.0 
9 61 117 56 211 3.7 

10 0 122 122 179 1.5(3) 
11 0 131 131 148 1.1(2) 
12 14 120 106 215 2.0 
13 37 92 55 175 3.2 
14 19 113 95 193 2.1 
15 10 102 92 161 1.8(4) 

PRIL 

Pe ETcrop ETcrop-Pe Ie Ie 
EtcroD-Pc 

102 102 0 
89 105 16 

109 96 - 13 
63 118 55 
78 88 10 

100 90 - 10 
39 103 64 
68 112 44 

112 79 - 33 
131 124 - 7 
63 114 51 

112 95 - 17 
118 110 - 8 
83 131 48 

111 98 - 13 

83 --- 
110 7.0 
120 --- 
76 1.4(Z) 
99 9.9 

111 --- 
94 1.5(2) 

115 2.6 
143 --- 
95 --- 

123 2.4(4) 
118 --- 
131 --- 
93 l-9(3) 
75 --- 



n Pe ETcrop AZ ETcrop-Pe Az Ie Ie 

Etcrop-Pe-Az 

(years 1 bd bd (~4 bd (m/ha) (ha) 

1 13 96 25 58 93 1.6 
2 28 99 25 46 73 1.6 
3 0 80 25 55 110 2.0 
4 0 114 25 89 115 l-3(4) 
5 14 109 25 70 83 l-2(3) 
6 3 119 25 91 125 1.4 
7 11 94 25 58 99 1.7 
8 33 80 25 22 110 5.0 
9 0 122 25 97 78 0.8(l) 

~11 10 0 7 125 94 25 25 100 62 95 88 0.9(2) 1.4 
12 13 90 25 52 93 1.8 
13 5 112 25 82 105 ?.3 
14 33 109 25 57 113 2.2 
15 0 104 25 79 108 1.4 

From these calculations it can be concluded that the command area of the 
windmill, with this crop plan and soil moisture depletion, can be 1.3 ha 
in the critical month of June. This area can be irrigated in 75% of the 
years. 
It is obvious that when land is in abundance the command area can be 
expanded during the other months. During the month of March there will 
be no need for irrigation in 3 out of 4 years. 

If there are possibilities to reduce the irrigation requirements further 
during the month June, the windmill command area can be increased even 
more. (c-q. planning of a harvest in June, or 1 month delayed sowing of 
maize.) This cap only be considered in the perspective of the crop plan 
for a whole year. A new calculation round will show the effect of the 
modification in the command area. 



Annex IV 

FORMULAK AND CALCULATION EXAMPLES FOR ECONOMIC ANALYSES OF WINDMILL 
IRRIGATION 

DISCOUNTING 
Discounting is the process of reducing future costs and benefits to 
present values. 
Since costs and benefits are mostly unevenly spread over a number of 
years, discounting to the present value is required for proper compa- 
rison of both. 
Present costs and benefits are valued higher than future costs and bene- 
fits. 
The discount rate used is about equal to the interest rate of bank 
loans. 
e.g. An income in next year of Rs.* 1000 is at present valued lower than 

Rs. 1000 in this year, since the same amount can be obtained also 
by putting now Rs. 909 in a saving account with 10% interest 
(Rs. 909 x (l+O.l) = Rs. 1000). 
The same applies for costs. A cost outlay of Rs. 1000 next year has 
a present value of Rs. 1000 this year (i = discount rate). 

(l+i) 
A cost outlay of Rs. 1000 after 2 years will have a present value 
of Rs. 1000 = Rs. 826 this year. (i = 10%). 

(1.l)z 

ANNUAL PRICE RISE 
Suppose the price of diesel will rise annually by 10% in real terms 
(i.e. in excess of the inflation). Suppose the present price is 
Ksh.*3.50 per litre. Next year it will be: 3.50 x (1.+0-l) = 3.85. 
After 2 years it will be: 3.50 x (l+O.l) x (l+O.l) = 4.23. 

In formula: 

Year 1 2 3 . . . . . . . . . . ..n 
Price a(l+r)l a(l+r)2 a(l+r)3 a(l+r)n 

where: 
a = present price of diesel 
r = annual price rise 
n = number of years. 

If all these costs have to be discounted to the present value, the 
formula will be: 

Present value, P = a(l+r)' + a(l+r)2 + a(l+r)3 +...........+ a(l+r)n 
(l+i)l (l+i)2 (l+i)3 (l+i)a 

*) Rs. = Indian Rupies; 8Rs. S 1 $US (1980) 
*;) Ksh.= Kenyan Shilling; EKhs. s 1 $US (1980) 



Calculation example: 
Suppose the diesel pumpset in the cost comparison calculation uses 1000 1. 
of diesel per annum and the annual price rise is 15%. The present price 
is Ksh. 3.50/l. So the cash outlay is now: (1000 x 3.50) = Ksh. 3500. 
A discount rate of 10% will be used. 
The present costs of the 1000 l/year,over a period of 4 years is: 

P = 3500 x 1.15l + 3500 x 1.1S2 + 3500 x 1.1S3 + 3500 x 1.1S4 = Ksh. 15,665 
1.10' 1.102 1.103 m 

So, if the farmer wants to be sure that he will be able to buy the re- 
quired 1000 liter of fuel, he has to put now (theoretically) Ksh. 15.655 
in a saving deposit with an interest rate of 10%. During the 4 years 
he can withdraw the required amount for buying the fuel. Of course this 
is not the way the farmer will act, but these kinds of calculations are 
carried out in order to obtain a real economic comparison. 

Thus with the discounted costs and benefits, a comparison between the 
different alternatives can be made. This is also the essential point in - 
the calculation of the Internal Rate of Return I.R.R., as discussed in 
section 4.2.2. 
Often it may also be important to know the annual costs of the devices 
for different annual output levels. Therefore the capital recovery fac- 
tor is introduced. 

CAPITAL RECOVERY FACTOR 
The capital recoveryfactor gives the fraction of the present value which 
has to be paid in annual instalments to repay the initial amount and the 
compounded interest. 
In formula: x = i.(l+i)n 

(l+i)91 . . 

where: x = the capital recovery factor 
i = the discount rate (or interest rate) 
n = number of years of calculation, or repayment. 

Example. 
Suppose a windmill unit costs: Rs. 10,000 and will work for 15 years 
(n = 15). The interest rate will be 12%. 
The capital recovery factor is 0.12 x (1+0.12)15 = 0.147 

(1+0.12)'5-1 
So the anuual costs over a period of 15 years are: Rs. 10,000 x 0.147 = 
Rs. 1470 per auuum. (Compare this figure with the calculation of the far- 
mers loan repayment in section 4.2.3.) 
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CALCULATION EKAtfPLR OF ANNUAL COSTS 
Here a presentation is made of the basic cost calculations needed for 
the comparison of different device=, at different output levels. 

Firstly some estimates with regard to output levels, lifespan and repair- 
and maintenance costs for small waterlifting devices are given: 

Diesel 
pumpset 

Energy/l.fuel 3KWh 
Total Efficiency 30-50x 
Output/l. fuel 
over LOm. el.head. 30-55 m3 

Lifespan 5,000-10,000 
hours 

Rep.+Haint. 20-50x of 
fuel cost 

Petrol 
pumpset 

2.3KWR 
30-50x 

25-40 q 3 

l,OOO-3,000 
hours 
20-50x of 
fuel cosi 

Electric Windmill 
pumpaet pumpset 

---- 
50-70x 

15-25 m3/KWIi 

f 10,000- 
15,000 hours 
10-20x of 
energy cosi 

---- 
20-S% 

10-20 
years 
S-10% of 
ili~esteiilent 

Lifespan depends mainly on proper repair and maintenance and both depend 
again on the working conditions and on the quality of the used materials. 
Therefore iocal information should be collected with regard to these 
aspects, instead of using only these estimates. 

After verifying the required variables, the calculations can be performed 
for the calculation of the prize per m3, as presented in fig. 4.1. of 
section 4.2.1. 

The windmill, pump unit. 
The annual cost .of four ditfferentrtiption*of a windmill pus12 are given 
in the following table, using a discount rate of‘lO% and the capital 
recovery formula. 
The different options are: costs for windmill : Ksh 30,000 

costs for tank : Ksh lO,OOO-20,000 
lifespan : lo-20 years = 
cost for maintenance: Ksh 1500 per year 

OPTIONS 

1 .:2 3 4 - 

Windmill (Shs) 30,000 30,000 30,000 30,000 
Tank (Shs) 10,000 20,000 10,000 20,000 
Lifespan (Years) 10 10 20 20 
Cap. rec. factor - 0.1627 0.1627 0.1175 0.1175 
An. fixed cost (Shs) 6,508 8,135 4.700 5,875 
An. repair cost (Shs) 1,500 1,500 1,500 1,500 

Total an. cost (Shs) 8,008 9,635 6,200 7,375 

The annual costs for four different options, at different output levels, 
of a windmill pump unit. 



The diesel pump unit. 
The different options are here: Lifespan: lo-20 years 

The actual fuel cost per q 3 
Ann. fuel price rise: 10-20x 

water pumped over a head of 5 m. is: 
1 litre fuel to 110 m3. Price per litre diesel: Ksh. 3.75. So the actual 
cost per m3 is Ksh. 0.0341. 
Lubrication costs are estimated at 10% of the fuel cost. 
So the total costs are: (0.0341xl.l)=Ksh 0.0375 per m3 water pumped by 
the unit. Since prices for lubrication-oil are closely linked with the fuel 
prices, this latter figure will be used for the further calculations with 
regard to the annual fuel price rise. 
The calculation of the annual fuel costs for the two different price 
increase rates and lifespans are calculated in the table given below. 
The capital recovery formula is used here again, using a discount rate 
of 10%. 

OPTIONS 

Ann. fuel price inc. 
Lifespan (years) 
Present value (Shs) 
Capital recovery factor 

Annual fuel cost/m3 (Shs) 

1 2 3 4 

10% 10% 20% 20% 
10 20 10 20 
0.3750 0.7500 0.6242 2.1144 
0.1627 0.1175 0.1627 0.1175 

0.06 0.09 0.10 0.25 

With these figures and the investment costs for the pumpset and pumphouse, 
the total annual costs for the four options can be calculated for diffe- 
rent output levels, as presented in the following table. For annual repair 
and maintenance costs a fixed amount of 5% of the investment costs has 
been assumed here, recalculated to cost per m3. 



Diesel pumpset (Shs) 
Pumphouse (Shs) 
Lifespan (Years) 
Capital rec. factor 
Annual fixed costs (Shs) 
Annual fuel price rise 
Fuel costs/m3 
Rep.+Maint. cost/m3 

30,000 
20,OOG 
10 
0.1627 
8.135 
10% 
0.06 
0.01 

Total arm. costs 
at 20,000 m3/year 

40,000 m3/year 

(Shs) 
9,535 

10,935 

OPTIONS 

2 I 3 

30,000 
20,000 
20 
0.1175 
5.875 
10% 
0.09 
0.02 

30,000 
20,000 
10 
0.1627 
8.135 
20% 
0.10 
0.01 

8,075 
10,275 

10,335 
12,535 

98 

4 

30,oo 
20,000 
20 
0.1175 
5.875 
20% 
0.25 
0.02 

11,275 
16,675 

1 

The same procedure can be followed for petrol pumpsets and electrical 
ones. 

COST-BENEFIT CALCULATION FOR FOUR DIFFERENT WATERLIFTING DEVICES AND 
RAINlXDAGRICIJLTURE 
B-fore such a calculation can be started, all kind of data have to be 
collected on costs and benefits and on the expected trends in both in 
the future. Crop plans have to be developed and the net benefits cal- 
culated, including 3 learning period etc. 
There is no need to go into much detail, which will not increase the 
accuracy due to many possible unpredictable developments. 
e.g. If the real benefits after 10 years differ Rs. 500 with your esti- 

mation, the effect on the actual value is 500 = 200 
iT?- 

at a discount rate of 10%. 

We will give a simple calculation example based on fictive date, to 
illustrate the calculation process. The Internal Rate of Return will be 
calculated here for the total investment in agricultural equipment and 
not only for the irrigation device. 
Assumptions: - We want to start with agriculture on 1 ha. of good 

soil in North India. 
Required farm equipment: 1 pair of bullocks with 
plough, mouldboard etc.. Investmeet Rs. 2000, life- 
time 5 years. So additional investment of Rs. 2000 
in the 6th year. 
Irrigation with bullocks requires a well (Rs. 2000). 



Irrigation with windmills, diesel or electric pump- 
sets requires a tubewell in addition to the well: 
(Rs. 2000). 
Windrills + tank: Rs. 10,000; Diesel pumpsets + shed: 
Rs. 8000; Electrical pumpset + farm power line + shed: 
Rs. 10,000. All irrigation devices will last 10 years. 
Engines and pumpsets are only used for irrigation of 
this 1 ha. 

Investaent costs and annual costs of the farm equipment and the irriga- 
tion device: 

Year 

Rainfed 
Bullock 
Windmill 
Diesel 
Electric 

Notes: 1) 

2) 

2000'- 2000'- 
4500 100 4500 100 I I 16000 300 16000 300 

14000 850 14000 850 
I I 16000 800 16000 800 

2 2 

100 100 
300 300 
900 900 
850 850 

3 4 5 6 7 8 

2000 - - 
100 100 100 2100 100 100 
300 300 300 2300 300 300 
950 1050 1100 3200 1250 1350 
875 900 950 3000 1000 1050 

annual costs of bullock and windmill: only repair and 
maintenance costs 
annual costs of diesel and electric pumpset include repair 
and maintenance costs and fuel costs. 
An aunual rise in fuel costs is assumed to be f 10% for 
diesel and +, 5% for the electricity charges. 
This is in additiou to inflation, which is not included 
in this type of calculation. 

Net benefits of 1 ha of agriculture (Rs) over 10 years. 

Year Year 

Rainfed Rainfed 
Bullock Bullock 

I Windmill 
Diesel 
Electric 

0 11 12 13 14 15 16 17 18 19 110 0 12 3 4 5 6 7 8 I 9 10 

500 505 500 505 510 515 520 525 530 535 540 550 510 515 520 525 530 535 540 550 
1000 1010 1020 1030 1040 1050 1060 1070 1080 1090 1000 1010 1020 1030 1040 1050 1060 1070 1080 1090 

Notes : 1) rainfed and bullock irrigation are known practices for 
the small farmer. There will be no learning process. 
Only an annual production increase of f 1% is assumed 
here 

2) windmill, diesel and electrical irrigation is new and 
a learning process of 5 years is assumed, with an 
annual increase of f: 10%. After the 5th year it will 
be + 1%. 



Calculations of the internal rate of return can be started now, following 
the process of trial and error as demonstrated in section 4.2.2. 

The results of this calculation process are: 

Rainfed Charsa Windmill Diesel Electric 

I.R.R. 8-9X 9-10% 5-6% 7-8% 6-7X 

Let us suppose now that we have a 2 ha plot which can be irrigated with 
the same irrigation devices, without additional investments. 
Investment costs and annual costs for the windmill and the diesel- and 
electrical pumpset per ha, if the command area is 2 ha. 

0 12 3 4 5 6 7 8 9 10 

Windmill 8000 150 150 150 150 150 2150 150 150 150 15C' 
Diesel 7000 850 900 950 .1050 1100 3200 1250 1350 1500 1600 
Electric 8000 400 425 450 475 500 2500 525 550 575 600 

Note: Electricity charge is a fixed charge per month, so the annual 
cost per ha for an electrical pumpset will decrease. 

The benefits per ha will remain the same. 
The calculations of the Internal Rate of Return give the following re- 
sults: 

Windmill Diesel Electric 

1-R-R. 20-22X 23-24X 25-26X 

SO depending on the local conditions, the I.R.R. will change. Thus it is 
important to obtain the most reliable data possible. 
Other examples: The use of engines for both purposes besides irrigation. 

Change in net benefits, or the possibility of. 
Off-farm employment of men and/or bullocks. 

By introducing other crop plans or price rises of inputs (fuel) or out- 
puts (selling prices), and performing the calculations again, the senr 
sitivity of these assumptions can be studied. 
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The bass for a sound economic development of many 
countrres rn the Third World is the development of agricul- 
ture. The oil cnsrs rn 1973 once again stressed the vital role 
of energy in this development process and thus caused a 
world-wide revival of the interest in the utilizi;tion of 
renewable energy sources. In the Netherlands wind energy 
still appeals to many people and in 1974 a study was made 
to analyse the possibrlities of utilizing wind energy In 
developing countries. It appeared that in many countrres 
wind energy could play an Important role in satisfying the 
energy need for water pumping, particularly for irrigation 
purposes. 

In July 1975 the Steering Committte Wind Energy Deve- 
loping Countries(SWD) wasestablished by the Netherlands 
Minster for Development Co-operation. SWD promotes the 
interest for wind energy m developing countries and aims to 
help governments, institutions and private parties in the 
Third World with their efforts to utilize wind energy. 

The SWD pursues this aim in three ways: 

1. provision of assistance to wind energy projects in deve- 
loping countries 

2. wind energy research, mainly undertaken in the Nether- 
lands 

3. transfer of knowledge on wind energy use. 

The parties that currently participate in SWD are: 

Eindhoven University of Technology (Wind Energy Group) 
Twente University of Technology (Windmill Group) 
DHV Consulting Engineers. 

Each participant has its own, more or less well defined, field 
of research and the co-ordination is in the hands of DHV 
Consulting Engineers. 

In the field of agriculture SWD closely collaborates with the 
Institute of Land Reclamation and Improvement (ILRI). 

SWD has regular contacts with the Working Group on 
De.velopment 1 ethnology (WOT) at Twente University. 
Also contacts exist with the Dutch national wind energy 
research program, co-ordinated by the Energy Research 
Centre (ECN). 



RESEARCH ACTIVITIES 
The research actnrmes are undertaken wfih the followmg 
purposes 
- to develop wmdm~ll components as well as complete 

prototypes 
- to suoport the country prolects 
- to train future experts for country projects 

Rotors 
A large number of rotors have been deslgned and tested, 
both at open atr test saands and m a large wlndtunnel Gaod 
results have been achieved with horizontal axis curved 
metal plate rotors, as predtcted by theory For low Reynolds 
numbers I,:: 100.000) curved plate profiles turn out to be 
better than airfoIls 
Deslgnlng with higher tip speed ratios ().>%I) results in 
lighter rotors and thu5 ilghter and cheaper wmdmllls. 

Pumps 
The optimum matching of a pump to the quadratic torque- 
speed iharactercstcc of a wmd rotor has been pursued by the 
development of vanable torque reciprocating Dumps and the 
appllcatton of centrtfugal pumps This optimum matching 
results m much higher overall outputs than with the 
tradItIonal (constant torque) piston pumps The closing of 
valves and the operairon of air chambers has been analyzed 

Generators 
For deep wells electrically drtven pumps are consldered as a 
serious alternative to direct mechamcally driven pumps. 
Two types of generators have been tested to drive these 
pumps 
- a self excltmg mductlon generator 
- an mductlon generator equipped with a permanent 

magnet rotor 
Also two control systems for alternators have been dcve- 
loped 

Safety Systems 

A rellable safety system has been developed and tested for 
wmd speeds up to 30 m I s. Tb.e system operates by meansof 
a small auxlllary vane that pushes the rotor out of the wind 
against the normal dIrecttonal vane that IS hinged on a 
leamng axis A complete theoretlcal model IS being studied 

Wind measurement 
An electric counter with extremely low energy consumption 
has been developed for contact-anemometers. 

Theory 
Theoretical models have been develcped or refined on 
- rotor performance 
~ forces on rotor blades 
- output m dlfierent wmd regimes 
- matchmg of rotor with generator or pump 
~ dynamic behaviour of pumps 

Wincimill prototypes 

The followmg prototypes have been developed- 

&meter i number of 1 tip speed / remarks 

, 1 / ratm blades , 

I 

SW0 2 7A5 2 70 m 6 / 2; P’510” pump 

SAID 4mo .tocw 8 2 pslon Pll”lll 

,WD 5m 5DOm 3 5 centrllugal 
fiSl1 I Pump 

Rolatmg Shall 

WEb ! 3@9- 6 2 i PlSlO” pump 
VJEU II’;, 5oon I P’5lW pump 
CfPran 6CQm : : : j pfislo” pump 

unaer *~e~~prnenl 

SWD SW H:‘s scam 8 I 2 plslo” pump 
for High Wmd 

regme 
swD5K3LW I Soom PlS10” pump. 

Rotor of SWD 2740 prototype 

Windtunnel (0 2.2 m) at Delhi University of Technology 
for testing rotor models 

Pump tesf stand at Eindhoven University of Technology 



Prototype 
installed in 
Hammamet. 
Tunisia, 
irrrgatmg an 
or:hard. 

COUNTRY PROJECTS 

SWD gives assistance m the execution of wind energy 
programmes in close co-operation with Interested mim- 
stries. Institutions or private parties. The country projects 
encomlaass assistance m a number of fields 
- measurement and analysrs of wind data 
- selectron of favourable areas 
-- selection and construction of prototype wrndmills 
- training and educatron in the field of wind energy 
- selectron of appc,cat.Jn purposes 
- organisation of prlot prolects. 
- maintenance 
- agrtculttrral application analysis 
- productron engmeermg assistarrce 
- economic programming and 
- credit systems 

The guiding principles for the country projects are: 
- water pumping has tho highest priority 
- local productron of as many components as possible 
- constructron methodsand materials must be appropriate 

to the local technical level. 

SWD IS Involved in projects in the following countries: 

Sri Lanka 

In March 1977 the Wind Energy Utilization Project was 
started with financial support from the governments of Sri 
Lanka and the Netherlands. The execution is in the handsof 
the Wmd Energy Untt of the Water Resources Board. 
The project IS staffed by 31 Lankan engineers, technicians, 

WEU-I 
prototype 
irrigating in 
Sri Lanka 

workers and two SWD experts (wind-energy and agricul- 
ture). In 1981 50 WEU-I prototvpes were installed in oilot 
projects and private farms. In 1982 this program has been 
extended with another 180 windmills, to be produced by 
small and medium scale workshops. Subsidies have been 
arranged far ihis program. 

Republic of Cape Verde 
Since 1981 SWD supplies two wind experts in a large 
renewable energy project with emphasis on wind power, 
executed by the Ministry of Rural Development. The project 
focusses on training of staff in installation, repair and 
maintenance cf windmills. 
A high-wind-prototype for waterlifting of 5 m diameter is 
under development. 

Pakistan 
Stimulating contacts with Merin Ltd. in Karachi led to 
SWD’s consultancv to start production of windmills. The 
WEU-I prototype developed in-Sri Lanka was selected and in 
1980 a SWD expert paid a three-month visit for technical 
assistance. 

Tanzania 

The Ujuzi Leo Industries in Arusha have been supported in 
improving their windmill design via a two-month course in 
the Netherlands and short-term expert visits, 

Tunisia 

In support of the ASDEAR (Association pour le d&elop- 
pement et I’animation I urale) SWD supervised in 1980 the 
construction of three SWD 4OOC prototypes as a start of 
production in series by a local entrepreneur. 

Peru 

As a part rtf an agricultural project, supported by the Nether- 
lands Mimstrv of Develooment Co-ooeration. a SWD 2740 
prototype has’been built. Since 1981 tech&al backstop- 
ping has been given to a Dutch expert in a bilateral co- 
operation program. 

Feasibility Studies 
SWD has carried out feasibility studies on the use of wind 
energy in the follow;ng countries or areas: 
Srr Lanka (1976). Cape Verde (1980). Tanzania (1977). The 
Sahel (1976), Djibouti (for GTZ, 1981). Yemen A;ab Re- 
public !1980), Sudan (1980). Maldives (for AD8, 1980). 
Kenya (1982). Netherlands Antilles (1982). 

Ekdainina r!,e oarticulars of windmill 



TRANSFER OF KNOWLEDGE 

Local knowledqe is gathered in c~ur ,ry projects and ouring 
visits of experts from abroad. Particularly the failures of 
windmill projects in :he past deserve great attention. A first 
analysis of the causes - ,.- failure resulted in the following 
list’ 
- Import restrictions on spare pana 
- lack of funds 
- lack of local know-how and of care for maintenance 
- Introduction of (subsdized) electr!c and diesel pumps 
-- drop of ground water tabie 
- reduction on the number of wmdmllls, maklng repair a 

non profltable job 
- fear for repalrs on top of a high tower 
-- termmatlon of production and 01 suppiy of parts by 

manufacturers. 

Knowledge In wind energy technology and related fields IS 
transferred by SWD to @evelopmg countries by: 
- publlcatlons 
- drawings and construction manuals of prototypes 
- vlslts and consultancles 
- education and training 

SWD also functions as a clearmg-house for Information 
and experience with wind energy systems’ the experience 
wltb the WEU 1, 3 wmdmlll In Sri Lanka nas beers trarts- 
ferred to Pakistan for example. 

installation of 
windmills on 
Cape Verde. 

Another facet IS the supply of experts for lecturmg purposes 
such as for the sx-montt: JN-ESCAP Rovmg Semmar on 
Rrlral Energy Developmer3 .I : 977. In the summer of 1980 
and 1981 SWD sent ar, expert IO the Aslan Institute of 
Technology, Bangkok, to give mtroductory and advanced 
courses on wind energy and to ’ SAch MSc students. 

PUBLICATIONS 

SWD has been issueing publications on various topics 
related to wmd energy applications: feasibility ieports, 
theoretical aspects, design of rotors, economics of wind- 
mulls. lrrlgatlon with wmdmllls etc. (see SWD-publications 
hst). 
SWD publ!catlons can only be ordered by letter to SWD with 
payment m advance. Research institutes in Third World 
Countries may ask for three publications (one copy each) 
free of charge 

S WD issues 
various 
publications. 

ADDRESSES 
General address SWD: 

c 

DHV Consulting Engmeers P.O. Box 85,380O AB Amersfoort The Netherlands, Tel.: 033 - 68 91111 
68 23 66 

Te!ex 79348 dhv nl 
Addresses of the other participants: 
Emdhoven Unrverslty of Technology 
Wmd Energy Group 

Twente Umverslty of Technology 
Windmlll Group 

Address of I!Ri: 
lnternatlonal Institute for Lapd 
Reclamation and Improvement 

Department of Physics, Building W & S 
P.0 Box 513,560O MB Eindhoven The Netherlands, Tel.: 040 - 47 2160 

Departmen, of Mechanical Engineering 
P.O. Box 217,750O AE Enschede The Netherlands, Tel.: 053 - 89 40 98 

P 0. Box 45.6700 Ait: Wageningen The Netherlands, Tel.: 08370 - 19100 

Address of WOT: 
Working Group on Deve1opmcl.t 
Technology (WOT) 

Address of ECN- 

Twente University of Technology 
Vrijhof 152, P.O. Box 217, 
7500 AE Enscheds ihe Netherlands, Tel.: 053 - 89 38 70 



SWD Publications (hne 1982) 

Serial 
number 

SWD 76-2 

SWD 76-3 

SWD 77-l 

SW0 77-2 

SW0 77-3 

SWD 77-4 

Prices for the 
year 1982 
(mail included) 
us $ Dfl 

4.- 9 ,- Literature survey; horizontal axis fast running wind turbines for 
developing countries 
By W.A.M. Jansen. 43 p.. March 1976 

Literature survey on theoretical aspects of rotor design and lay-out. Drag 
lift ratios and power coefficients are discussed. 

Horizontal axis fast running wind turbines for developing countries. 
By W.A.M. Jansen. 91 p., June 1976 

8.- 19,- 

grief review of the theories that form the basis for calculation of the design 
and the behaviour of a windmill, together with a report on tests of several 
rotors. 

Rotor design for horizonta: axis windmills 5 .- ll,- 
By W.A.M. Jansen & P.T. Smulders, 52 p., May 1977 

Basic aerodynamrcal aspects of rotors are explained. With help of formulas 
and graphs the design procedures for blade chord and blade setting are 
given. (Also available in French as SWD 80-l ) 

Cost comparison of windmill and engine pumps. 
By L. Marchesini & SF. Postma, 49 p., December 1978 

A method to compare costs of irrigation with windmills and with 
conventional engines, with help of break-even and sensitivity analyses 

4.- lO,- 

Static and dynamic loadings on the tower of a windmill. 
By EC. Klaver, 39 p., August 1977 

3.- 8.- 

Some design considerations and the basic formulas needed for 
estimation of the dimensions of the tower structure. 

Constructkn manual for a Cretan Windmill. IL 12,- 
By N-J. van de Ven. 59 p., October 1977 (WOT/SWD) 

Detailed description for the construction of a sail wing windmill for water 
pumping, with wooden tower and head and steel pipe shaft. Illustrated with 
sketches, exploded views and photographs. 
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year 1982 
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SWD 77-5 Performance characteristics of some sail- and steel-bladed wind rotors. 5.- 
By Th. A.H. Dekker. 60 p., December 1977 

Report on experiments in an open windtunnel with several rotortypes. Cp- A 
and Cq-Acharacteristics are presented 

SWD 78-l Feasibility study of windmills for water supply Mara Region, 6.- 
Tanzania. 
By H.J.M. Beurskens. 89 p., March 1978. 
Report on a study on wind energy potential in Mara Region, on water 
needs and potentral wmdmill sates. on local production aspects and energy 
costs. A project proposal is elaborated. 

SWD 78-2 Savonius rotors for water pumping. 4.- 
By E.H. Lysen, H.G. Boa 61 E.H. Cordes, 46 p., Juns 1978. 

Report on experiments with a wood and sail Savonius rotor detailing design 
aspects, theory on coupling to a pump and test results. 

SWD 78-3 Matching of wind rotors to low power electrical generators. 8.- 
By H.J. Hengeveld, E.H. Lysen & L.M.M. Paulissen, 85 p., 
December 1978. 

Theoretical guidelines to the design of a small scale wind electricity 
conversion system with emphasis on the electrical part of the system and 
its matching to the rotor. 

SWD 79-l Catalogue of Windmachines. 
By L.E.R. van der Stelt & H. Wanders, 44 p., September 1979 
(WOTISWD) 

Inventory of commercially available windmills for water pumping and 
electrically generation based on data of manufacturers; with addresses. 

4.- 

SWD 8ti-1 Conception des pales des Boliennes B axe horizontal 5 .- 
(Version francais de SWD 77-l). 
Par W.A.M. Jansan et P.T. Srlulders, 52 p., Decembre 1980. 

Aspects fondamentales a&o-dynamiques des helices. Procedure-modele 
pour la conception des pales de I’helice, pour les cordes et pour I’angle de 
calage. 

SWD 81-l Wind energy for water pumping in Cape Verde 
By H.J.M. Beurskens, 162 p., February 1981. 

Report on wind energy activities in Cape Verde, ground water resources, 

wind regime, local production possibilities and economic aspects of 
wind energy utilization. Proposals for a project are elaborated. (Also 
available in Portuguese as SWD 81-3) 

14.- 

SWD 81-2 Wind energy in Sudan. 6 .- 
By Dr. Yahia H. Hamid 61 W.A.M. Jansen, 71 p., July 1980. 

Report on the windmill potential in Sudan detailing energy situation, wind 
and water situation and cost aspects, as well as a proposal for a 
wind energy centre in Sudan. 

12,- 

18,- 

lO,- 

18,- 

9.- 

1 l,- 

34.- 
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SWD-81-3 

SWD 81-4 

SWD 82-l 

SWD 82-2 

Energia ellica para a bombagem de Bgua em Cabo Verde (versa0 
portuguesa de SWD 81-l ). 
Par H.J.M. Beurskens, 162 p., Fevereiro de 1981. 

Estudo de actividades actuais de energia eblica em Cabo Verde, recursos 
de agua freltica, utilizac%o e aspectos econcmicos de energia ealica. 
E elaborado uma proposta de projecto. 

Aspects of irrigation with windmills 
By A.E.M. van Vilsteren, 100 p., January 1981 (TOOUSWD). 

Study on lift irrigation with windmills for smallholder agriculture in third 
world countries, dealing with irrigation practice, agricultural and social 
.lspects and economic calculation methods. 

Introduction to wind energy 
(basics and advanced) 
By E.H. Lysen. 310 p., August 1982 

Introduction to wmd energy, with emphasis on water pumping windmills, 
dealing with a.o. site selection, wind-regime analysis, rotor design, 
economics. 

A model for the economics of small-scale irrigation with windmills 
in Sri Lanka. 
By J.A.C. Vel & L.R. v. Veldhuizen, 115 p., October 1981 

Economic comparison between different cropschemes using windmill 
irrigation in Sri Lanka, based on assumptions and field data. 
Sensitivity analyses and differentiation between national economic aspects 
and farmer’s viewpoints. 

Prices for the 
year 1982 
(mail included) 
us s Dfl 

14.- 34,- 

9.- 21 ,- 

25.- 60.- 

10.- 24.- 

SWD publications can be only be ordered by letter to: 
SWD, c/o DHV Consulting Engineers 
P.O. Box 85 
3800 AB Amersfoort 
The Netherlands 

Payment should be done in advance: 

- by cheque enclosed with your letter, or 
- by remittance to DHV Consulting Engineers with 

Bank Mees en Hope, P.O. Box 293, Amsterdam, 
The Netherlands, Act. nr. 25.00.72.009 
(please refer to file 3.04.20.29.05) 

Please always state clearly (also on cheques): 

- your name and address 
- serial numbers and requested titles 

Research institutes in Third World Countries may ask for a copy of three 
publications free of charge. 
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ADDITIONAL lNFOi?HATION ON IUE PUDLlCATION CUD 81-4 

‘ASPECTS OF 1RRICAIIOli UIIU UINIMlLLS’ 

1. INIDODUCIION 

The publicstioa ‘Aspecta of irrigation with ulndmills’ hss been urltten 

lo 1980. At that the ooly limited esperlence vs.8 gained la the field 
of trrigation with ulndmill~. 
From 1981 onwards C-Y-D. started to coopers& closely vith the 

Institute for Lsad Reclsutloa sad Improvement (ILRI) Usgealagen, The 

Netherleads. Research oa ulndmlll-lrrlgstlon cs&ried out by this 

Institute. as well as further experiences in windmillprojects, shoved 

thst some aspects of the publication ‘Aspects of irrigation with 

ulndmills’ nowsdsya sre coasldered to be out-dated. 

Since still 6 lot of vsluable informstloa is given it us6 decided to 

sdd 6 short note to the publlcstion to inform the resder oa the latest 

inforostioo with respect to lrr1gstloo ulth ulndmills. 

The r$marks given belou mslnly de61 ulth the relstloashlp between wind 

sad lrrlgatlon requirements sad uith the economic aspecta of 

uindmllls. 

For the lnformtlon of the reader the ILRI rcpriot ao. 32 *Ulndrllls 

for se611 scslc irrigation’ is also sdded. 

2. 

2.1. 

RDtAMS ON ‘ll#B lNPOIUlATlON GIVEN 

Posslbllity to delsy the lrrlgat 

vied 

1 IN THE PUBLICATION 

loo durlal periods of Iow 

paragraph me 

SummAry 4 

2.1.1 Evspotranspiration 20 

3.2 Vsriab1lity of lrri- 

gstion Lntervsl 43-48 

3.7 Summ~ ry 54 

Annex 1-A as-a6 

almea 

b 

2+3 

statement one and tuo 

In the above mentioned paragraphs of the publicetlon it is ststed that 

durlq periods of low uindveloclties (resulting 1s a low output of the 

uindriI1) the lrrigstion of the crops can be dclsyed for several days 

without msay problems. This is became the evapotrsnsplrstlon of the 

crop should decrease with decresuing uind velocity. As a coosequence 

the amount of lastsntly svsllable moisture in the soil incresses. Thus, 

the wsterbslance changes in ouch 6 vsy thst a delsy of frrigstlon of 

2-3 days is acceptable. One of the q afn aspects of vlndmill-irrigation 

(the variable output pattern, including days vlthout aoy output) is 

thus reduced to a ainor problem. 

The shove mentioned ststement -6 proved by the lnflueocc of the wind 

velocity on the theoretics1 cslculatloa (formuls of Peaman) of the 

evapotrsosplrstioa. By keeplry 611 other factors constant it is found 

that a reduction of the wind speed with 502 reduces the 

l vapotranspiratlon with 25%. 

In reality, however. rhe evapotrsnsplratloe depends OQ a set of 

intercorrelated es well 66 independently vrrying determinsats. Since 

wind only influences the areodynaaic determloaot. which varies in 

compsrlson to the rsdlstlon determinant, the influence of the wind on 

the evspotransplratloa varies from place to pl8ce. In uny plsces the 

influence of 6 decresslag velocity of the uind therefore will not 

result la 6 slgnlf1csat decreasing change in the l vapotraasplratlon. 

Even the reverse cm take plsce, by which 6 decrease in the velocity of 

’ Mod results in sn lncresse of the l vapotranspirstlon sad slceversa. 

In ‘Plsnt Ilesponse to Wind’, by I. Crsce it is rtated on psse 62 that 

‘Under uny coadltlons so increase in windspeed leads to reduction in 

traosplratloa rate of the crop.’ 

Ulnd csn also sffect the roughnes factor of the crops and thus the 

l vapotrsnsplrstlon. Wheat for instance bends durlag strong winds which 

results In a lover evapotransplrstlon of the crop. 

The possible delsy of lrrlgstion is 6160 bssed on the fsct that due to 
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the ccducctoa of the l vapotranplration the avrilsblc roiaturc fraction 

in the soil lncreoses. This in based on the FAO Irrlgatlon and 

Drainage Paper No. 3&. 1979. Tbe possible relationship hctween the 

ev5potrsnspiration sad the ‘available moisture fraction’, however, 

still is a matter of discussion naong scientists and the data presented 

in the FAG paper only lndicstc an order of magnitude. According to 

scientists the eract relatlonahip is still unclear. 

At this moment Lt should not be used in detailed calculations on 

possible delay of small gifts of irrigation water- 

Given the fact that a reduction ln ulndvelocity not autooetlcally 

leada to a reduction in evapotranspiration and certsialp not to n 

rcductlon up to 152 and also given the fact that the relationship 

between a reduced evapotrsnsplratfon snd the instantly available 

molsture fraction In the sol1 is still under discussion, it must be 

concluded that the Irrigation glft can not be delayed with 2-3 days 

just because of a perfod of lou wind. The irregular output pattern of 

the ulnd - including dsys uithout output - surely has to be considered 

ss one of the major problems to be solved (see also par. 2.3 of this 

note). 

2.2 The use of a probability-snsly5ls for the cslculation of 

the commsnd-area of the windmill 

Paragraph Psge hlinea/linc 

1.2 Selection of irrigation 

de lrc 9 5-8 

Agro-econodcsl 

2.1.2 Precipitatton 23 4 

2.3.1 crop selection and cropplan 32 3 

2.3.3 Probebllltg AnalySi6 36-38 

Although in very specific circua5tancew swc relation5hIp might be 

there it must be ssid Chnt in general these factors are not closely 

related. 

In using a probability-snalysls uind, precipitation and 

evapotranspiration therefore must be looked upon n5 independent 

factors. 

Besides this, the used method of a 752 probability-anslysis - a 

standard in irrigation engineering - is much under discus51oa 

presently. The main issue is the fact that the level of probability 

should not be chosen beforehand but made dependable on a cost-benefit 

analysis (extra profit in years of high uiads versus extra losses in 

years of lov wind). A probability model uhich can be used for 

vindnill-irrigation is being developed by C.W.D. 

2.3 Seed for a storagetank 

Paragraph 

3.6 Need for a storsgetank 

Page 

53-54 

The report states that 5 storagetank can be used to overcow uindleaa 

periods of several days. ‘ibis. however, is based on the assumptions as 

discussed lo par. 2.1 of this note. Recent resesrch hao shoun that 

storagetsnks with a capacity to overcome windless periods of severi 

days in general are too large to be ecooooical attractive. 

Computerized model study’s hve shown that tith s tank volume of ML of 

the daily output in the peak irrigation period the asfor problems csn 

be solved. For Sri Lanks this resulted la s storagetank uith a capacity 

of 50 m3. With such a conk only drrring short period5 the irrigation by 

vlndmills was sub-optimal. 

In rhr report a probablllty-snalysls is used to cslculste the 

coosmd-area of the windmill, based on the assumption that 

wind. precipltetlon and cvspotransptration are closely related. 
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2.4 Determination of the economic attractiveness of the use of 

the windmill 

The report uses three criteria by which from 5 farmers point of view 

the attrsctlveorss of 5 windmill can be determined: 

- cost-comparison 

- internal rote of return 

- repayment peri. 

These crlterin, however, cannot be commonly used, especislly not if one 

wonts to determine the attrnctivenesa from a farmers point of view. In 

fact, only a cost-comparison con be used in the specific cnse when 

irrigation nlreedy is n comon snd proved profitable enterprise among 

farmers and when the output pattern of the windmill is l qunl to that of 

the other irrigation devices used by the farmers. ‘Ihe intern81 rote of 

return as well 05 the repayment period better should not be used st 

all. If one wants to determine uhcther or not windmlll are attractive 

for farmers the methodology to be used should be the cost-benefit 

analysis. A clear and handy publication on this is C.Y.D. publication 

No.84-1. ‘Farm economics of vaterliftlng windmills’ by Ad. Mueller. 

2.5 Conclusion5 

Due to continuous research and ongoing experiences uith 

windmillproject some aspects of the publicstion ‘Aspects of lrrigatlon 

with wlndnills’ had to be ‘renewed’. It is the intention of the C.W.D. 

to publish in 1985 a complete new publication, cnlled ‘Saall scale 

irrlgstion with ulndmllls’. 
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